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Clamp, drill and fasten 
in one simple set-up! 

This easy-to-use systerr increases productjvity by 
simplifying fabrication of face frames, cabinet 
doors and other woodworking assemblies. 

Vbu can't afford not to have one. 

Get yours now at: 
generattools.com/faceframe 
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GENERM 



Specialty Tools ^ Instruments 

Precision, Spedat^Ss lnnovation...dnce 1922 

tel, 800-697-B665 | www.generahodtsxdm 
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Check out General’s full 



line of woodworking jigs 




Crown King 
Crown Molding Jig 

helps you make seamless, 
perfectly mitered interior 
and exterior corner joints. 

#880 



The E*Z Pk>“ 
Mortise & Tenon Jig 

lets you make perfectly 
matched mortise & tenon 
joints with one jig. 

#870 



The E»Z Fh>^" 
Dovetail Jig 

lets you make dovetail 
and box joints - 
through or half-blind, 

#861 



The E*Z Rro^** 

Pocket Hole Jig 

has everything you need to 
make flush, comer and angle 
pocket hole joints. . f 

#850 



TheE^Z Pro™ v ; - 
Doweling Jig 

lets you make perfectly aligned 
dowel joints every ti me. 
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We Put a KIK® in Your Boring Tasks! 





The revolutionary ICIK* 
Spade Bit has over 
more cutting surfac 
making them much faster 
and longer lasting than 
standard spade bits. There 
is no protruding tang to 
or break allowing 
these to even bore 
non-feni0us sheet metals 
holes tool 
and Proven 
uperior by an 
Independent Lab. 



6 Cutting Edges 




KIK® HS Brad Point 



Independent Lab Tested and Proven 
Designed for Drilling Sheet Metal, Wood and 
Plastic Faster, Cleaner with Longer Life and no 
Walking on the Surface. 



In Wood: 

* Approximately 100% Faster 
Compared to Common Brad Point 

• 40% Faster Compared to 
Standard Drill Bits 



In Sheet Metal: 

• 50% Cleaner Entry 

• Consistently Round Hole 

• 20% Less Walking 



In Acrylic: 

• No cracking Driiling Acrylic 

• 150% Faster Compared to 
Standard Drills 

• 690% Faster Than Other 
Brad Points 



9 Cutting Edges 
3 on 

Each Blade 



KIK® Forstner Bit 

Proven Superior by an 
Independent Lab 

Cleaner Entry and Exit 




• Titanium Coated 

• 3-Flat Shank 

Open Head Design for no Clogging 
Easy Drilling and Direction Control 



• Bores through Hard 
Woods 100% Faster 
Compared to Standard 
Forstners 



• Bores S • Bores 

• Mills ^ Curved Paths 

• Routes * Channels 

• Cuts 



• Bores Through Acrylics 
Cleanly Without Melting 
Able to Bore 90 Degree 
Curved Paths 

1 - 800 - 687-4122 



www.MyTGTools.com/kik1 .php 
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We bqve 540+ vaifie+ies o-f -fiooiring 
+o choose 'fKOm. In +echnical teirwiLS 



...+ha+'s more -flooring +hqn you c^an shcilte a ”pl< 3 nk.*' q+. 

Solid hardwood, laminate, bamboo and more — if It’s flooring, we’ve got it. We have top brands at the lowest 
prices around, and it’s all backed by real flooring expertise. Sure, you could go to a big box store looking for the 
same wide variety. But you’ll soon find out. you’re barking up the wrong tree. 

Dvop bg gour loccil Lumbev' Li^uidct+orf and 4^\c>oy -foir leff. 









LETTE 




W elcome to the June issue of Extreme How-To, which 
is chock-full of new tool coverage and cool home- 
improvement stories. From porch post repair to fixing 
a sagging fence gate, we've got you covered with detailed tips 
and in-depth instruction. 

But we're more than just a print magazine. Use your computer 
or tablet to explore the digital version of our magazine, where 
static pages come to life with pop-up videos and hyperlinks to 
your favorite tool manufacturers and suppliers. Visit 
extremehowtomag.com to check it out. 

And, anytime you're preparing a new home project, first research 
the topic at our official home page, www.extremehowto.com. You'll 
find archives of hundreds of free EHT stories that focus on Jobs 
both inside and outside the home, complete with professional 
advice and detailed step-by-step photos to walk you through 
your next project. Our website offers videos, sweepstakes and 
additional content you won't find anywhere else. 

Plus, I run the show at blog.extremehowto.com, where you 
should stop and say hello between magazine issues. We have 
the occasional guest contributor, but it's usually me posting 
quick tips, product reviews, and small Jobs I do around the 
house that we didn't have room to fit in the print magazine. 

We've also got new ideas for the future. 
If all goes as planned we'll introduce our 
first book in the not-too-distant future, a 
DIY Home Manual, to serve as a handy 
how-to guide for the burgeoning home 
enthusiast. 

Thanks for reading, and we hope to 
see you online. 
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Create Exceptional Outdoor Living Spaces with Fast Driving, 
Code Approved UberG rade Fasteners from GRK ™ 
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Mufti-Purpose Framing Screws 
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Frame with Ease and Confidence 














KAMELEON- 




Drive with Speed, Quality and Confidence 



FASTER INSTALLATIONS- no pre-diilling. Innovative, patented features are specially designed to 
reduce torque and bite instantly for effortless fastening. 



NO STRIPPING, NO SPLITTING, NO HEAD POPS- no wasted time on the Job site. High tensile, torque 
and shear strength allow for immense drawing power out performing most other competitive fasteners. 



BUILDING CODE APPROVED- for structurai use in treated lumber. All GRK screws have been 
evaluated for structural and AC257 corrosion resistance to be in compliance with IBC/IRC specifications. 
That’s why all our fasteners come with a limited lifetime warranty, so you can rest assured your j | 
installations will withstand the test; of time. i. ' 
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mSTENERS 

UberGrade 






For a Special 25fli Anniversary ICC 

~ FREE Test Drive, Wsrt us at: ^ 
800 . 263 . 046 a WWW.6RKFASTENERS.COM 
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Questions About Home Building, Remodeling? Have Your Own 
How-To Tip? Visit our blog at blog.extremehowto.com 
and click on Ask Our Experts. 



Q . 

• Does copper kill bacteria? 




• Antimicrobial copper alloys are the only solid metal "touch surface" materials registered by the U.S. 

• Environmental Protection Agency to continuously kill more than 99.9 percent of bacteria associated 



Take A Bite Out Of 
Stripped Screws and 
Rounded Off Nuts and Bolts V 



HO SLIP T-SHAPED GRIP 



iMTER-MESH TEETH 



COMPLETE BITE 



* Oombir.3tion of conca^.'e Sajtface anc horzcntal sef rations to rna^simize contaci on ^he fastener 

* k'y Siir>ylH-fndHd. Torx. Oll'tjr uMiqiJf^ IHSltinftrH. 

* PoTcct DOSQ for access to connned spaces. 

* Inner jaw, including w-e OLrlters l"^roer>ac lo HRCt>5+i'-2, 

9 Erc^oi^jc-i^c &'3s;orTi9r handles foi unmatched co^iMcrl . 

* Made in Japan wiln hardened Kobe steel. 



LHY.'Ht lAJL 



amazon.com 



WHOLESALE-'DEALEPS 



m 



HWKidlrcpafl-ttwJ'.cnft 



link|uo Time Saving Too^s for Tough Problems! 

w w w. Va mpi reTools.co m 



with the most common hospital 
infections (MRSA, Staphylococcus 
aureus, E. coli, etc.). This is why a 
growing number of hospitals and 
restaurants are increasingly using 
copper hardware for frequently 
touched surfaces such as door- 



knobs, pulls and handles. Brass 
and bronze are also antimicrobial 
copper alloys. Learn more at 
antimicrobialcopper.com. 



Q « How do I clean artificial 
• stone in my house? 

A ^ First, protect the areas 
• around the stone with 
a drop cloth. Fill two buckets 
halfway with warm water. Add a 
little mild dishwashing detergent 
to one of the buckets. Start at the 
top and work downward in small 
areas at a time, using a scrub 
brush and the soapy water to 
wash the stone clean. Then, use 
a damp towel soaked in the clean 
water to rinse the suds off the 
stones. You'll need several towels 
to replace them as they get too 
dirty. If possible, open doors and 
windows in the room to ventilate 
the area, which will help the 
stone to dry. 
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Superdeck protects and beautiftes all your outdoor wood 
structures, allowing you to spend less time on projects and 
more time enjoying your home improvements. 



SUPERDECK WOOD STAINS 

• Oil based formula penetrates deep into the wood 

• Choose from transparent, semi-transparent and solid color coatings 

• Superior protection and water repellency 
<• Maximum UV protection 

■ Easy to use 



supirdeck 



superdeck 



SUPERDECK 



Live the Outdoors! 



1 - 800 - 825-5382 

www.superdeck.com 



Questions About Home Building, Remodeling? Have Your Own 
How-To Tip? Visit our blog at blog.extremehowto.com 
and click on Ask Our Experts. 



Q 

A 



Is it okay to use treated wood inside? 



• Many pressure-treated wood products do not emit any vapors and are safe for interior use, but you should 

• check the information of specific products. Treated wood is commonly used for the sill plates of homes 

and for fire-retardant materials. 
Treated wood should not, how- 
ever, be used for countertops or 
where it may become a compo- 
nent of food. In fact, the Food 
and Drug Administration does 
not recommend using any wood 
for kitchen countertops or food- 
cutting boards because knife 
cuts may allow food particles to 
become entrapped, creating an 
unsanitary environment. 



The next big thing is 
this little tool. 




Expand your ability to make any custom, creative project with 
the Handibot* Smart Power Tool, from ShopBot Tools, a leader 
in affordable, powerful CNC technology, Handibot is a smaii- 
footprint CMC tool driven by any PC or tablet running Windows. 









Available exclusively 
at handibot. com /store 

Get 2- Day Basic CNC train- 
ing at ShopBot ThooIs (a $300 
value). FREE with purchase 
of a Handibot Tool. Enter 
Promo Code EXT/tBM£6lS 
Online only Limit Of One 
per person. Offer expires 
September I 2015 



Be part of the power tool evolution! 

WWW handibot com 



High-speed router ifhduded; great tool 
for cutting, drrlling, carving, and many 
other n^achining operations. 

Cut wood, soft metals, plastic, foam. 
MDF and more Use it for prototyping 
Of fuSiHDn production. 

Powerful and user-friendly CAD/CAM 
software included — go easily from 
sketching to cutting! 

Carry the Handibot anywhere. Just 
place it on your chosen malerral and 
get to work. 



hnnclibot 

smart power tool -7 



Q 



• Should I use concrete 

• to set a fence post? 



A m Concrete will certainly 
• work to set a fence post, 
but you should rest the end of 
the post first on a bed of crushed 
gravel to allow drainage at the 
bottom of the post before you 
add the concrete. As the post 
expands and contracts it will 
loosen from the surrounding 
concrete and allow water to 
seep inside. Therefore, the post 
will need a drainage path so it 
doesn’t sit in standing water. The 
problem with concrete is that if 
you ever need to replace the 
post, you'll have to deal with 
the heavy hardened mass buried 
at its base. An alterna- 
tive to concrete is to use firmly 
compacted gravel around the 
buried post base, which allows 
ample drainage and is easier to 
remove if the post ever needs 
replacing, eht 



10 



ExtremeHowTo.com 





Gather Inspiration, 
Design with Dramatic Flair, 
Create a Unique Masterpiece, 
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We’ve focused our passion for excellence in design and craftsmanship to produce a series of Hardwood 
Collections that offer a varied palette to create the style, scale and look that is right for any room or foyer. 

Select from a broad array of designs that easily adapt to any decor and can be combined 
with our Iron Collection and Box Newel Collection to create a truly unique look. 



SINCE 1874 - WE’VE GOT YOU COVERED EVERY STEP OF THE WAY WM-COFFMAN.COM ( 800 )- 81 0-9204 
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Finding Moisture in Materiais 

An inexpensive, easy-to-use moisture meter is a valuable tool 
that every woodworker and DIY homeowner needs to have. 




E ver build something in your 
shop and have the wood 
warp or split later on? Or 
paint exterior siding or interior dry- 
wall, then watch the paint peel 
and flake afterward? Or install 
flooring materials, only to see your 
handiwork buckle and heave? 

These situations vary widely, 
but the failures they represent all 
share the same underlying cause: 
moisture content in the materials 
being worked on. Professional 
woodworkers and building con- 
tractors know how to avoid this 
problem, and DIY'ers should take 
note. Before any carpentry, paint- 
ing, drywall, concrete, or other 



construction or finishing project, 
first test the materials with a 
moisture meter. 

Some amount of water is ever- 
present in wood and most other 
materials used in construction- 
even when those materials seem 
adequately dry upon close inspec- 
tion. And that embedded moisture 
is forever seeking to find a bal- 
ance with the moisture in the 
environment around it. 

If the wood you use for furniture 
or flooring has a higher moisture 
content than its ambient surround- 
ings, it will eventually dry to a 
near-compatible level; when the 
difference is extreme, it can cause 



General's easy-to-use MMD4E 
moisture meter offers a good bal- 
ance between cost and features. 
This pin-type unit has a large digi- 
tal display built-in memory selec- 
tion for common woods and vari- 
ous building materials, such as 
concrete block, and a moisture- 
content measurement range of 5 
to 50 percent for wood and 1.5 to 
33 percent for other materials. 



the wood to shrink and crack as 
that moisture dissipates. Moisture 
migrating out of materials also 
causes paint and other surface 
finishes to fail. Just as moisture 
emanating out of subflooring can 
invade the finished flooring laid 
on top of it, causing the wood to 
swell and buckle. 

Moisture meters are a standard 
go-to test and measurement tool 
in many industries, from material 
handling and storage to garden- 
ing and woodworking. As the pros 
know, “If you can’t measure it, 
you can’t manage it.” Fortunately, 
these instruments are also readily 
available in hardware and home 
stores at very affordable prices. 
And they’re easy to use— simply 
hold one against the material 
you need to test and you’ll know 
instantly whether that material is 
ready to work or finish, or if it 
needs to be in an environment 
where its moisture content can 
gradually reach equilibrium with 
its surroundings. 

TWO TYPES 

For the average user, there 
are two basic types of moisture 
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Are you ptanning to fnstail or repFace a deck or balcony railing? If so, we’re 
looking for photos that show us the view from where you’d be installing 
your new railing. So grab your camera and creativity, and show us your 
view for a chance to win! 



Our DesignRaif' by feeney aluminum railings are bulit for fasting beauty, 
structural integrity, tow malnter^ance, and affordability. Made from heavy 
gauge materials with over 70% recycled content, DesigHRail"' railings are 
available in a wide va^ety of styles with durable powder-coated finishes. 
Infill options include aluminum pickets and glass panels as well as CabfeRail 
by Feeney stainless steel cables; the perfect choice for wide open views! 



makes it easy 
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meters to choose between. Pin- 
type meters have sharp, needle- 
like pins that are designed to be 
stuck directly into the wood or 
material to be tested. Their built-in 
or wire-connected pins measure 
electrical resistance, which is 
affected by the moisture content 
in the material. Pinless, non-pene- 
trating meters have electrode 
plates or knobs that are simply 
placed in contact with the material 
surface and generate an electrical 
field to measure relative moisture 
content. Both types of meters will 
get the job done, but each type 
of measurement requires some 
interpretation by the user. 

For example, because different 
materials have different densities 
and moisture-retaining properties, 
many inexpensive meters produce 
only a measurement code number 




The MMD950 from General is a professional-grade meter that can 
detect moisture up to four inches below a material's surface by means 
of a non-penetrating spherical contact knob, or be used conventionally 
for near-surface measurements using remote pin probes connected 
via a 46-inch plug-in cable, information is displayed simultaneously 
on both a large digital readout and tri-coior LED bar graph. This unit 
comes complete with two pairs of replaceable pins, a 9V battery and 
a protective hard-shell carrying case. 



topbulb 

Iforall YOURLIGH’ 



LIGHTING NEEDS 




visiL www.topbulb.com/diy 

tor home improvement lighhin'g options 




Save 6% 

Off Your Order 
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r flst shipping ■ CJLJflIiTy Prortucts ■ Cireat Service ■ tauentJty Discounts 





ECOLOGICALLY SAFE 



Paint Removal Solution s 

Iammshaverj.. 

Tlw Roint Shaver" Pro: 
enf Hal EurlBoe. 

m SH^ I squall toot p»nl in M 

^ Dfpoinl 
Indjdirig bad 
■ tHe slTippet^ 

debr& into any 
uaeviim. 

m Stop^ rhe ttott BNt 

tea of shr^B^ and 

Eimdlanfgg^. 

m Deplfi d ojl is adi^tobiB to ^ any Hidtresa 
Of paid. 





C/fORBtTAL -k 

JsmoERV/u:^ 

THe 5 " Ramsom Otbllal SantMtVac'” Pro: 



■ [ton boUBBd iDf 
.[Hiepamg arid 
toalliBrinsb^ 
paNad SLiriaodE-. 

■ Can Hndi Mxd snd Iberdasii 
Evtocbs aftof ihgy hav« iwi 
Tifith tfiB PafTtEhawf Pro.* 



FASTEST Orbital 
Sander available. 



1 -BOO-932 -5 B 72 www.pBintshaver.com 



— . lumirli^ii IrtleitiBUnrtal TcKil, Ing. 
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ARMSTRONG D 
V\DOD STAINS 





Photos 
courtesy of 
Beth and Rod 
of See Dirt 
Run! Leaders 
in the wood 
restoration 
industry 



Long Lasting^ Easy to Apply 
and a Breeze to Maintain 



Armstrong Wood Stains are available in thirteen attractive colors 



Manufacturers of VOC^Compliant, Oil-Based Wood Finishes Since 1989 

(800) 916-8211 • www.artndark.com 
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that users must match to the 
specific gravity of the material. 
For woodworking purposes, a 
specific gravity reference list 
for common wood species may 



be provided by the meter manu- 
facturer or is obtainable from 
various resources, such as the 
U.S.D.A.’s Forest Products 
Laboratory. More full-featured 



meters often provide a direct 
readout that identifies the materi- 
al or wood species along with its 
specific gravity and additional 
descriptive information. 

The two basic meter types also 
differ in the way they measure 
moisture content. Pin-type meters 
measure moisture at or just 
below a material’s surface, but 
because their pins must pene- 
trate— and potentially mar— the 
surface they are less desirable 
for testing finished goods. Pinless 
meters, on the other hand, can 







Adcting on? BuiMing a (feck? Take a lesson from nature - round is better, strongerr 
smarter. Bigfaot pre-moldod, ready-to-use footing forms have a well- 

estab]islied advantage - their shape. 

Round footings are easier to level, f^k-e less concrete and can be installed in one 
day. 

Bigfoot delivers the flexibility to build decks, porches, additions and many other 
appEicatioos regardless of height, complexity or weight requirements. 

Choose the best, the strongest, the smartest. 

For stability you can trust 

Build it with Bigfootf 

^GFOOT 

SYSTEMS* Thm OrEgtinl. 

800 - 934-0393 

WWW. bigfootsystems.com 




Restoration contractors, facility 
maintenance managers, HVAC 
technicians and other profes- 
sional contractors will appreci- 
ate the full range of features 
available in General Tools & 
Instruments' top-of-the-line 
RHMG700DL (Data Logging) 
thermo-hygrometer with built-in 
moisture meter. This compact, 
high-precision unit measures 
13 parameters — from relative 
and absolute moisture levels to 
dew point, wet-bulb tempera- 
ture, and atmospheric or vapor 
pressure— and is capable of 
logging up to 8,000 data points 
and storing/retrieving up to 20 
pairs of readings. An optional 
thermocouple probe is available 
for measuring surface and con- 
densation moisture. 
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The Oak 70.XTRA is an adjustable premier series spiral staircase that 
features solid Oak wooden stair treads and landing to complement 
and add style to any interior living space. Surrounding the full length 
of the staircase, the horizontal balusters and railing design is visually 
unique when compared to the traditional vertical baluster design of 
most stairs. The staircase can be easily installed by the homeowner 
in a single day using common household tools. The Oak 70.XTRA 
is available in 2 diameter sizes and is available in 2 choices of 
color... Hi-Gloss Black and Hi-Gloss White. 



• Standard kit includes 12 oak wood stair treads, a landing, a 
complete handrail, and all necessary hardware and connectors. 

• Diameters available include a5 ft. 3 in. model and a 4 ft. 3 in. model. 

• The height range for the standard kit is adjustable from 8 ft. 3 in. 
to 10 ft. 2 7/8 in. and with additional components, can be 
installed to a maximum height of 11 ft. 9 5/16 in. 



The OAK 70.XTRA 



AVAILABLE THROUGHOUT THE USA, ARKE 
SPIRAL AND MODULAR STAIRCASE KITS 
CAN BE BUILT IN A DAY BY THE 
DO-IT-YOURSELF HOME ENTHUSIAST 



• Powder coat finished painted in either Hi-Gloss Black or Hi-Gloss White. 



• Can be installed in a clockwise or counterclockwise rotation. 



• Stair treads and landing are made of solid Oak wood with a natural stain and a polyurethane protective coating. 

• Balcony rail kits are available in matching color and horizontal baluster and railing design. 

• Handrail is manufactured from an aluminum core surrounded by a soft PVC cover to allow the handrail to be curved at the 
time of installation to accommodate the radius of the staircase. 



• Rise between stair treads is adjustable from 8 3/8 in. to 9 V4 in. 

• Interior installation only. 

• A complete installation guide is included in all kits and an installation video is available upon request. 

• Homeowner should consult with local building department concerning building codes prior to purchase. 



www.arkestairs.com 



(888) 782-4758 



TOOL 



SCHOOL 




detect moisture up to four inches 
beneath a surface and are useful 
for determining moisture content 
without damaging the material, 
such as in wallboard behind a tiled 
surface, or for comparing the rela- 
tive moisture of two different 
woods that are to be glued or joint- 
ed. However, pinless meters do not 
measure the actual amount of 
moisture in a material but only 
compare the moisture in the 



The General RHMG700DL 
includes pins to measure 
direct electrical resistance 
as well as a non-penetrating 
electrode plate on the back 
for relative moisture readings. 




MetalCeilingExpress.com 

Tin Ceiling Tiles | Nail-up [ OmpHin | Snap-Grid | Backsprlash | Cnown Moldings 



AifthendcTin Geilir^Tiles | Factory E>irect 
31 F^tterns [ Hand Faux Fintslied Tiles 
Fast Deliveries [Top Quality 

1650 12th Sc East | Palnu-ttaFL 34221 
MctalCcHiiigF;!fprcss,cnfn | 941.723-22Hfl 






material to the moisture content 
in other areas or ambient 
surroundings. 

General Tools & Instruments 
offers an extensive variety of pin 
and pinless meters, as well as 
meters that can do both penetrat- 
ing and non-penetrating measure- 
ments. According to Kevin Basso, 
General’s chief engineer, the 
choice usually depends on the 
application or need at hand. 

“Users may prefer the pinless, 
non-penetrating moisture meters 
on finished areas such as fine 
flooring or wall paneling,” Basso 
says, “because it won’t harm or 
damage the surface being inspect- 
ed. In checking areas using this 
method, a meter could indicate an 
increasing relative moisture trend 
and you’d be able to identify a sus- 
pect area and determine if further 
testing and inspection is required.” 

Moisture meters are especially 
necessary for woodworking 
because wood is extremely sus- 
ceptible to moisture fluctuation. 
Fresh-cut logs may have up to 80 
percent moisture content, while 
kiln-dried lumber may be as low as 
6 percent. Construction lumber 
grade-stamped “S-dry” is required 
to have a moisture content of less 
than 19 percent. And the air-dried 
lumber stacked in your woodshop 
may contain anywhere from 12 to 
20 percent water volume. 

Knowing when wood is ready 
to be worked or finished often 
determines a project’s success 
or failure, and not Just in furni- 
ture-making. Framing carpenters 
building with wet wood can expect 
callbacks to replace buckled ply- 
wood, warped studs and popped 
drywall nails. Flooring installers 
who fail to acclimate their materi- 
als to the relative humidity of a 
room risk problems such as cup- 
ping, crowning and ruined finishes. 

Wood finishes ranging from 
penetrating oils (tung, linseed. 
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General's MMD8P is a precision 
nnoisture meter especially useful 
for woodworkers. Pre-loaded with 
species-specific information on 
48 common wood types, its digi- 
tal memory records and stores 
up 99 separate data inputs for 
convenient reference. A high-visi- 
bility (OLED) dot-matrix screen, 
multiple display options, and 
ambient temperature compensa- 
tion combine to make this unit a 
top choice for the shop. 



etc.) to surface sealers (alkyds 
and polyurethanes) help to pro- 
tect wood from natural cycles of 
absorption and drying, but only 
if they are applied after the 
wood has reached a state of 
equilibrium moisture content, 
or EMC in industry terms. It’s 
important to note that while 
finishes can help to slow the 
rate of moisture exchange, they 
will not prevent it entirely. Also, 
some wood species, like white 
pine and ash, are simply more 
prone to moisture-related shrink- 
age and swelling, while others, 
like teak and mahogany from 
moist tropical environments, 
contain natural oils that defend 
against this damage. 

Finally, moisture meters do 
more than determine when wood 
and other materials are ready to 
be worked. They can also enable 
you to modulate the rate materials 
dry to prevent rapid shrinkage that 
leads to checking and splitting, 
and help when you design or plan 
a project to allow for dimensional 
movement due to anticipated 
changes in relative humidity. 
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SELECTION 

When choosing a moisture 
meter, key features to look for 
include: 

• Multi-function units that offer 
options such as pin or pinless 
measurement in the same unit, 
auto-calibration, and displays 
that show moisture content as 

a percentage or relative value 
simultaneously. 

• Separate settings for various 
materials such as softwoods and 
hardwoods, drywall and masonry. 
This can improve a unit’s accuracy 
and make using it more convenient. 

• A wide range of applications. 
Some woodworking meters are 
calibrated to nominal wood thick- 
nesses, such as 1/4-inch, 3/4- 
inch, or greater. While this can 
help to increase a meter’s accura- 
cy, it limits the unit’s usefulness 
to specific applications. Also, 
some units only provide specific 
gravity ratings of the most com- 
mon wood species but not for 
more exotic species. 

• Temperature and humidity 
compensation. This is helpful 
when testing lumber or materials 
like finished flooring that are 
moved from one environment 

to another, such as from a dry- 
ing kiln to an ambient humidity 
area, or from outdoors to indoors. 
Some meters measure and dis- 
play ambient temperature and 
relative humidity (RH) along with 
moisture level measurement. 

• Data analysis and storage 
of frequently used information, 
such as moisture measurement 
records, comparisons of different 
wood species tested, and ambient 
moisture parameters at the time 
attesting, eht 




The MMD7NP moisture meter 
from General Tools & Instruments 
is a value-priced unit with a num- 
ber of high-value features, such 
as automatic calibration and 
Individual settings for drywall, 
masonry, softwood and hard- 
wood. Pinless, non-penetrating 
operation reliably detects mois- 
ture underneath finished sur- 
faces, making this unit Ideal 
for contractors and building 
inspectors as well as home- 
owners and woodworkers. A 
large (2" diagonal) backlit LCD 
screen and tri-color bar graph 
make readouts easy to see In 
any lighting situation. 
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DO IT 



YOURSELF 



Fix a Sagging Fence Gate 

Metal brackets make everything square again. 




W ooden fence gates are 
notorious for getting out 
of whack. The wood's 
inherent instability during tem- 
perature changes coupled with 
the heavy weight of the gate can 
stress the wood connections as 
well as the metal hardware, caus- 
ing the gate to warp, sag and 
eventually require replacement. 

Replacement was required for 
the worn-out gate shown in this 
project. The original Z-braced 
gate had adopted a potato chip 
shape, broken loose from its 
hinges and would not completely 
close at the top or bottom. The 



backyard dog was now attempting 
to squeeze through the gap and 
make a break for the wide blue 
yonder. We used a metal hardware 
kit to rebuild the gate, and here's 
how it went. 

STEP BY STEP 

We picked up a Homax Easy 
Gate No-sag Gate Kit at our local 
Lowe's. The kit includes two 
hinged brackets, two non-hinged 
brackets and 36 mounting screws. 
The kit is designed to fit a gate 25 
to 72 inches wide. We built the 
gate from pressure-treated 2x4 
lumber and 1x6 fence boards. 




The first step was disassembling 
the old gate. After checking with 
a hand level we determined that 
the old gate posts were still 
plumb, and only the gate itself 
had deteriorated. 
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DO IT 



YOURSELF 




A quick read of the tape measure 
told us out gate dimensions. We 
designed the new gate with a 1/2- 
in. expansion gap between posts 
so the gate can easily swing open 
and close, and the gate-bolt would 
easily connect with the latch. 



Next, we oriented the gate hard- 
ware on a large flat surface as it 
would be configured for the gate 
door. It's important that the hinges 
are on the correct left or right side 
of the gate opening for which way 
the gate will swing. 



We cut and installed the 2x4 
framing members so they fit 
squarely into the metal brackets. 
The side rails fit flush between the 
upper and lower rails. 




Professional Grade Stain 
for Professional Results 



Mo Laps • No Runs • No Streaks • No Back Brushing 



Protect,’ beautify and prolong the life of any outdoor project with Ready 
Seal, the professional grade stain and sealer in one. Ready Seal goes on 
with no laps, runs or streaks and no back brushing for perfect results, every 
time. Available in one and five gallon cans. 



DARK WALNUT -125 



REDWOOD - 1 20 



MAHOGANY - 130 



PECAN -115 



NATURAL CEDAR - 112 



GOLDEN PINE -110 



LIGHTOAK - 105 



ORDER ONLINE OR BY PHONE 

www.readyseal.com | 888 .stain 4U 
‘‘The Product of Choice by the Professionals^” 
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DuxxBak''^ 

Water Shedding Deck System 




Manufactured by Green Bay Deckings LLC 

For additional information on DuxxBak, visit our website 
at www.greenbaydecking.com or call (877) 804-0137 





DO IT 



YOURSELF 



All fastener holes were pre- 
drilled with a 1/8-in. ditto prevent 
splitting the wood. The pan-head 
mounting screws install through 
the pre-punched holes in the 



brackets and into the 2x4 frame. 

It helps to have an assistant 
hold the square gate frame in 
place while you level and plumb it 
on the fence post. 




Predrill and install the mounting 
screws through the hinged brack- 
ets into the support post or block- 
ing of the fence (depending on its 
construction). 




Once the frame is secured to 
the fence, check its swing for 
smooth unobstructed perform- 
ance and make any necessary 
adjustments. 
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DO IT 



YOURSELF 



This particular fence was built 
on a slope, and the fence boards 
closely followed the grade of the 
land. Since the gate boards would 
need to follow suit, I ran a string 



from the top of one existing fence 
board to the top of the board on the 
opposite side of the gate. The string 
served as an elevation guide as we 
installed the gate boards. 






Using quality decking screws, 
we fastened the boards to the 
gate frame using two screws at 
each 2x4 location. Once the 
boards were secure, we installed 
horizontal 2x4 cross-member in 
the center of the frame and 
screwed it to the boards to pre- 
vent deflection in the lx material 




Shown is the completed repair 
with the gate closed. The next 
step is to pressure-wash the 
fence and stain all the wood to 
match. EHT 
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^ History of Channellock Inc. 



I t has been said that tools are 
the bridge between man and 
machine. But many people might 
not have thought about the history 
of tools. In prehistoric times, the 
first tools were simple rocks or 
sticks, or what scientists refer to 
as “simple machines.” Overtime, 
tools have become more complex, 
made from various materials and 
crafted for specific jobs. From 
early caves to modern garages, 
hand tools are still important and 
there are some manufacturers 
who have been making tools for 
some time. 

One company that has been 
manufacturing quality hand 
tools for more than 129 years 



is Channellock Inc., in Meadville, 
Pennsylvania. While professionals 
and serious DIY’ers are familiar 
with the company’s American- 
made pliers with the signature 
blue grip, they may not know that 
it hasn’t always been known as 
CHANNELLOCK®. 

CHANNELLOCK® was once 
known as the Champion-DeArment 
Tool Co. Before that, it was the 
Champion Tool Co. Even further 
back, it was simply a lone black- 
smith who strived to design a bet- 
ter set of farrier’s tools at the 
Champion Bolt Clipper Company. 

At 33 years old, George B. 
DeArment, the great-great grand- 
father of current president and 



COO Jon DeArment began the 
company by designing, testing 
and hand-forging hoof parers and 
nippers. According to history, he 
did this because he couldn’t find 
any for sale that worked as well as 
he wanted them to. After develop- 
ing a set of tools that he believed 
were superior to anything else 
available, he spent the winter of 
1885 building up inventory of 
these new tools. In the spring of 
1886, after the heavy rains had 
stopped and the roads were firm 
enough to allow a heavily laden 
wagon to pass, he loaded up his 
tools and hit the road. 

DeArment family legend says 
he traveled from town to town 
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selling farrier’s tools until the 
entire inventory was gone, then 
sold his horse and wagon and 
took the railroad back home to 
Evansburg, Pennsylvania, which 
is now called Conneaut Lake. 

DeArment grew his business 
over the next five years until 1891, 
when he started using the name 
of The Champion Tool Company. 
The company’s reputation for qual- 
ity tools spread quickly. In fact, in 
August 1902, DeArment received 
an order for a set of Champion far- 
rier’s tools from King Edward VII 
of England. 



By the 1920s, the company was 
facing two major challenges. The 
first was that the market for farrier’s 
tools was dramatically shrinking. 
The second was that the company 
name not only reflected aging tech- 
nology, but it was not very distinc- 
tive. Using the name “Champion” for 
a company had become common 
and did not set it apart from other 
businesses. George DeArment’s 
sons, Howard and Almon, decided 
the best course of action would 
be to expand the product line by 
adding pliers and change the 
company name to Champion- 
DeArment Tool Co. 

In 1933, Champion-DeArment 
Tool Co. developed a brand new 
tool that eventually led to the cur- 
rent company name. The company’s 
chief engineer, Howard Manning, 
developed the tongue and groove 
plier, which, at the time, was a 
completely new concept for 
adjustable pliers. The company 
patented the plier and branded it 
CHANNELLOCK®. By 1964, the 
name CHANNELLOCK® had 
become so widely known that 
Champion-DeArment Tool Co. made 
the decision to change its name 





one final time to Channellock Inc. 

Today, Channellock Inc. is run by 
the fifth generation of the DeArment 
family. The company is based out 
of two facilities, equaling a total of 

230.000 square feet, in Meadville, 
Pennsylvania, with nearly 400 full- 
time associates. The company man- 
ufactures more than 120 different 
sizes and types of pliers and hand 
tools. All CHANNELLOCK® pliers are 
still “fiercely made in Meadville, 
Pennsylvania, USA,” as they often 
say. Channellock Inc. has more than 

4.000 U.S. wholesale and retail cus- 
tomers and ships to customers in 
45 countries. 

The history of Channellock Inc. 
is more than a story of tool innova- 
tion. It is an American success 
story about a business that began 
over 129 years ago in a small town 
in Pennsylvania that eventually 
would become, with the help of 
American workers, a household 
name around the world. EHT 
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FROM 

PILLAR 

TO 

POST 

By Rob Robillard 



enough, the best way to perform 
these repairs is on a workbench. 

I often use 2x6 lumber as 
temporary porch post supports. 

I make a "T-shaped" jacking or 
shoring post. The “T", formed from 
two board, keeps the support sur- 
face rigid, preventing each board 
from bending on their flats. I 
install 3-in. nails every 12 inches 
to secure the two boards together. 

I use a small 10-ton hydraulic 
Jack to raise the shoring post and 
overhead structure approximately 
1/8 inch. This assists in getting a 
reciprocating blade to cut the fas- 
teners away and remove the post. 
It also assists later when inserting 
the replacement or repaired post. 

Once the structure is Jacked up, 

I install a second temporary sup- 
port post to take the stress off the 
jack, and to provide additional 
support at the new height. This 



hat do anthills and porch 
columns have in com- 
mon? The answer should 
be nothing, but we know better... 

Columns add charm, person- 
ality and beauty to walkways, 
decks, landings and porches. 
Many of the homes where I live 
have beautifully turned wood 
columns as structural posts for 
porches. Unfortunately, because 
the posts are situated along the 
exterior perimeter of the porch, 
the wood is exposed to wind- 
driven rain and roof runoff or 
splash-up, resulting in rot at the 
base. Porch column rot is pretty 
common along the base and 
eventually becomes a home for 
carpenter ants. 

As a renovation contractor I see 
carpenter ants in Just about every 
home I work on, mostly around 
damp wood as a result of water 



intrusion or lack of proper mainte- 
nance. When you consider that 
there are 1.5 million ants on 
the planet for every person, it’s 
easy to understand why I see so 
many ants. 

If you have a rotted structural 
porch post, you can either replace 
the column or repair it; on this 
project, we chose the latter. 

SUPPORT ALL 
STRUCTURAL REPAIRS 

When a column supports a roof 
or structure it is considered struc- 
tural. Prior to replacement or 
major repair you should take 
steps to temporary provide struc- 
tural support to the area around 
the post needing repairs or 
replacement. 

Although some minor repairs 
for porch column rot can be done 
in place, when the rot is extensive 
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second support post can be 
T-shaped or simply two 2x6's 
doubled together and fastened 
every 16 inches with two 3-in. 
12d nails. 



A T-shaped shoring post is 
used in conjunction with 
a hydraulic jack to lift the 
overhead structure. 

Protect the overhead structure 
with blocking to distribute the 
pressure. 



The decision to repair this post 
became a better option. 

We assessed the post and 
determined that if we cut higher 
than the rot, in the middle, we 
would create a "stepped-key" 



effect, essentially making our 
post repair a stronger connection 
and also avoiding the creation of 
a weakened "hinge" point at the 
repair. 

OUT WITH THE OLD 

Using a reciprocating saw and 
multi-tool we cut out all of the 
nails fastened through the post 
at the top, bottom and railing 
connections. The next step was 
to remove the porch column rot, 
and that is when the ants came 
scurrying out! 

We used a circular saw to make 
all the long cuts and finished all 
cross-cuts with a multi-tool. We 
made these cuts on a workbench, 
because the better working condi- 
tions usually result in better look- 
ing cuts and results. 

REPLACEMENT MATERIAL 

I like to use mahogany or cedar 
for my rot replacement material; 
you see cedar in these pictures. 

We rough-sized our stock on 
the table saw, leaving it long, 
and glued it together with epoxy 
and clamps. We allowed it to dry 
overnight and the next morning 
we used a thickness planer to thin 
down the glue-up and achieve a 
snug fit in our post cut-out. We 



REPAIRING ROT 
VS. REPLACEMENT 

Many times it’s simply easier 
and less expensive to replace 
the porch post as opposed to 
repair it. In our situation we 
have three identical posts, and 
the replacement posts at the 
store looked vastly different— 
not close enough to pass muster. 



Take the weight off the jack 
with an additional tennporary 
support post (doubled 2x6), 
then cut loose the post at 
the top and bottom with a 
reciprocating saw and remove. 
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The wood of the post was severely 
rotted and damaged by ants. 




To avoid a weak hinge point where 
the new wood is spliced into the 
old, the post was cut above the 
rot to allow room for an interlock- 
ing stepped, keyed Joint 

The notched cuts were started 
with a circular saw and 
completed with a multi-tool. 
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then dry-fitted the repair and then 
glued and clamped the repair piece 
into the post. 

TWO-PART EPOXY 

In situations like this we like to 
use a product called West System 
epoxy to bond the repair materials. 
This epoxy is a versatile two-part, 
marine-grade epoxy that bonds and 
coats fiberglass, wood, metal, fab- 
rics and other composite materials 
to provide superior strength and 
moisture resistance. 

Two-step bonding, or structural 
adhesion, is the preferred method 
for most situations because it pro- 
motes maximum epoxy penetration 
into the bonding surface and pre- 
vents resin-starved joints. We work 
the epoxy into the wood surfaces 
with a throwaway bristle brush. 

Note: Before mixing epoxy, check 
all parts to be bonded for proper fit 
and surface preparation. Also, 
gather all the clamps and tools 
necessary for the operation. Apply 
a neat resin/hardener mixture to 
the surfaces to be Joined, following 
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When the rot was rennoved, the 
ants came scurrying out Note the 
hole in the center of the column 
that will accept the keyed repair 
piece. 




The column was cut squarely 
through both sides to accept the 
new repair piece. 




The repair piece Is cut from new 
cedar to fit flush into the post 
and Interlock with the center 
hole. 




The joining surfaces are coated 
with epoxy. 




Use enough epoxy that a small 
amount will squeeze out when 
Joined. 




Clamp the Joint securely along 
its length. 




6QIULLA 



TOUGH 

Fast, Fix it 
and Forget it 

OLUE 



Gorilla Super Glue's quick 
drying, Impact-Tough*^ formula 
Is a rubber-toughened matrix, 
providing a strong bond that 
won't crack under pressure. 



For the Tonghent Jobs 

on Planet Earth* 

www.gorillatQugh.com 

Thg {k^nlla CHue Oompadv^ 
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the manufacturer's instructions. 
Use a disposable brush, foam 
roller or a putty knife to spread 
the hardener mixture evenly over 
the surface. Apply enough of the 



mixture so that a small amount will 
squeeze out when the surfaces 
are joined together with a force 
equivalent to a firm hand grip. 

Clamp the components. Attach 



clamps as necessary to hold the 
components in place. Use Just 
enough clamping pressure to 
squeeze a small amount of the 
epoxy mixture from the Joint. Avoid 
using too much clamping pressure, 
which can squeeze all of the epoxy 
mixture out of the joint. 

CLAMPING 

Once epoxy was applied, we 
used bar clamps to secure the 
Joint. Remove or shape excess 
adhesive that squeezes out of 
the post cut-out as soon as the 
Joint is clamped, and allow the 
repair to sit overnight. 

The next morning we used a 
power planer and a belt sender 
to take down the high spots on 
the glue-up. Once the repair and 
post were at the same plane and 
smooth, we cut the post to size. 




Additional cedar blocking was epoxied and clamped onto 
the keyed piece to extend and strengthen the post base. 






DECK LEDGER SPACERS 

DON’T LET TOUR DECK 
ROT TOUR HOUEE' 

IAS Accredited Lab Tested 
Hov\i available in 2 slates 
Original spacers for bolts and lags 
KEW SWS spacerB far Structural Woad ScrewB 

Fasten! no lablesAvajl able 

faster. Easier, Stronger Connection than 
Washers - Visit website for details 



Led ger Connection Protectton^ 



DECKS UNUMITED 
Toll Free 808 577-2237 
www.dec k2 wal lepacer.com 
us PATENTS 
6,945,004 AND 8,007,207 





www.stainableprimer.com 



What Is Stainable Primer ? 

Stainable Primer™ is a primer that is made up of 
micron particles of actual hardwood interlaced 
with advanced polymers and resins that allow the 
interlocking adhesion to any hard surface to which 
it is applied. Stainable Primer'^'^ contains real wood 
that can be brushed or sprayed on, creating an actual 
wood surface. Unlike other primers that are only paintable, our product leaves up to 
60 % volume solids of actual wood fiber; then using any manufacturers’ product, just 
stain and use polyurethane to create a beautiful and durable finish. 



Works Great On: COMPOSITE DOORS, WALLS, CABINETS, WINDOWS AND DOORS, 
PAINT GRADE TRIM, FIREPLACE MANTELS, METAL DOORS, FURNITURE, STAIRS & MORE! 



MSY TO APPLY! E€0-F1UEM)LY! 
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High Performance SILICONE Roof Coating 

^ Ideahtor Flat Roofs with Ponding Water 



,50 "Year Warranty 



Best Ponding Water ' 



^100% Silicone ' ' . 

. help lower copii^ost*' * ^raoKing 






Faster appKcation. 



elerna-kole.com 

^ Tlii& praduct L^n hBlp lower CDoliri Ofrst^ jrt buddings thaE sir OdnditiDning. 
This product will neducc the surface tempenBture of the root, which (owets 
the amount of heat gain that petietfates Lhmugh ioof surface. 
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The repair and post were then fin- 
ish-sanded with an orbital sander 
and 120-grit, and all edges were 
primed, as well as the end grain. 

Back at the porch we traced the 
post base out on the mahogany 



decking and used a multi tool 
to cut out the decking. We then 
filled this cut-out area with a PVC 
shim patch. This prevents the 
new structural post from sitting 
directly on top of the decking. 



Your Healthful Home.>.Our Priority! 




Mold Detection and Protection 



Healthful 

Home 




[Ve 




ARHulteX 

r in as little 1 

5-Minute Mold Test { fss i 

% minutos/ 

No need for costly inspectors 
Like 00 other DIY test on the market! 



Detects over 32 unhealthy mold species,, 
including Stachybotrys chartarum 
Free professional consultation with 
positive r^ult I 



Highly Effective Mold Killing 
Action and Lasting Protection 

spray Cleaner 

• EPA Registered ^ 

• Innovative enzymatic formula 

• IrKfependently tested & proven 

• Kills fn minutes 

• Months of lasting protection 

• Safe for your family and pets 

• Restores indoor air quality 

• Anti -allergen 

• 100% bio<iegradable i- 



mm ^ 





Aerosol Fogger 

• Hard to reach places 

• No exposure risks 

• Ideal for use in attics 
and crawl spaces 

• Safe on all surfaces 

• Sprays at any angle 



Visit us at www.HomeMoldTesl.com 




The porch decking is cut out and 
a PVC shim is instaiied beneath 
the post iocation. 




Lift the overhead structure siightiy 
with the jack and instaii the 
repaired post 



IN-PLACE POST 
REPAIR 

Minor rot repairs can be made 
with the post in piace, such as 
this "Dutchman Patch" in which 
the damaged wood is notched out 
of the post with a muiti-tooi, and 
repiacement pieces are epoxied 
into the repair. 
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> 

INSTANT 

SETUP 





p^amrABt.m work ersTisM 




^dHTABLlE WDRK ArfiTEM 





S' X 4' 



6» X 9" 



1,50a LB CAPACITY 

[Weighs 13 LB] 




4’ X B‘ 



gii X 1 4» 



3,CCO LB CAPACITY 

[Weighs 33 LBI 
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TO 
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which would cause problems later 
if the deck boards need to be 
replaced. The PVC is planed to sit 
just below the deck surface and 
hides the post seam for a nice, fin- 
ished look. 



INSTALLATION OF 
REPAIRED POST 

The post is then repositioned 
back in place and plumbed. We 
countersunk screws into the base 
and top of post. These screw loca- 



Come knock 
H on our doors. 




So people can 
knock on yours. 

Nick’s Building Supply has one of the 

Largest Selections of Real Wood Doors 
available on the internet today with an 
emphasis on custom fit door assemblies 
to fit almost any size opening. Nick’s 
offers a wide variety of Door and Glass 
Designs from Craftsman and Rustic to 
Contemporary and Modern and we do 
it the best for less. Building New or 
Replacement Doors see the Nick’s 
Building Supply difference. 




Nick’s Building Supply, Inc. 

Selling Wood Doors Online at Wholesale Prioes to the Public since 1 999 



www.nicksbuilding.com 

Use Coupon Code EXT415 




The post is fastened with 
countersunk screws at the 
top and bottom. The job is 
complete when all holes are 
filled and new paint is applied. 



tions can be filled with wood plugs, 
epoxy filler or wood-filler (Bondo). 

With the post fastened to the 
header, deck and railing, we then 
removed the temporary support 
post and slowly lowered the 
hydraulic Jack. 

Two coats of quality paint finish 
the repair, eht 



Editor's Note: Robert Robillard is 
a remodeling contractor based in 
Concord, MA. He is also the editor 
of a www.AConcordCarpenter.com. 
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For landscapers or homeowners, from 3-Point PTO and hydraulic-driven to 
hydraulic skid augers, Land Pride manufactures Post Hole Diggers for a variety 
of users and uses. Weekend warriors will love the labor-saving efficiency and 
landscapers will insist on our rugged durability. Land Pride augers are available 
from 6" post augers up to 36" tree augers with sizes in between to meet every 
your needs. Horsepower requirements vary from 15 to 75 HP and hydraulic 
flow from 5 up to 25 GPM. See all the info at landpnde.com. 




A Division of 
Great Plains Mfg., Inc, 
Saiina, Kansas 
wwwJandprictexoiii 





Over 280 Products to Fit Your Lifestyle... 






Get More Word Done..,wlth Land Pride Post Hole Diggers. 



Lp CONSISTENTLY LEADING THE WAY... 







BlueDevil 



. lirTfrtf 
CiHinityt 



I itt The 



,inJhp 

CmstUrf 



MD t- 

FUEL 
. SYSTEM 

cleaner 



•***tin Kiii£r 
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,133iSS) 

RADIATOR 
& BLOCK 
SEALER 





□ □□ 2015 bluedevilproducts 1 aO rights reserved 



SCAN TO 
REVIEW 
OUR NEW 
2015 
DK3ITAL 
CATALOGUE 














BlueDevil 



lueDevH 



lueDevil 



TAANSMISSIQN 

SEALER 







Q Guaranteed permanent repair lor cooling and fluid oil system leaks 
Q Compatible and safe for gas & diesel engines 

S Aiternative cost-effective solution for vehicles not worth the hard part repair 
Q Easy to use and non-harmful to vehicles, equipment, and shop machinery 
O Products available nationwide at your favorite auto parts retailer 



. 1 .888.863.0426 I www.gobluedevil.com 
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FOR YOUR 



S ome people's 

idea of shopping is 
a trip to the depart- 
ment store. Extreme How-To 
readers prefer the hardware 
store. Here's a roundup of some 
cool tools to add to your wish list, 



CHANNELLOCK 
LINEMAN’S PLIERS 

Channellock's 369 High-Leverage 
Lineman’s Plier has a new design that 
places the rivet closer to the head, which 
gives the jaws greater leverage for cutting the 
thickest gauge wiring. For tackling any kind of 
rewiring or electrical work around the house, the 369 
has knife-and-anvil, laser-heat-treated cutting edges and 
the company’s trademark Code Blue comfort grip handles. 

Channellock also offers a version of the Lineman's Plier with 
a new fish-tape puller. When routing wires or cable through a wall, 
this specialty plier has an innovative channel that runs from the tip 
of the Jaws out the rear of the tool, providing clearance and better grip 
for the tape hook. Visit www.channellock.com. 



46 



www.extremehowto.com 





Sands wood, 
metal or drywall 



P^rt #09160 
ftstent Pendiifi® 



Now 

avallatde at 

Sherwin 

Williams. 



For a bette^r finish, start with HVDFT 

hydetools.com * 800-872-4933 



for Every Projed 



DUST-FREE SPONGE SANDER 

Ei|ui[» para lijado m poli/o d& parel^ de 
Pouemse aponge sans psussiere 



Eliminates 95% of dust when sanding 

Uses standard, replaceable sanding 
sponges 

For use with any wet-dry vac 

Includes two m&dium-grit sanding sponges 
including an angled sponge for corners J 






TOOLBOX 
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KAPRO SET & MATCH 

The Kapro Set & Match is a 
patented set-and-match ruler that 
features two easy-to-read leveling 
vials (both horizontal and vertical) 
that slide and lock in place. It’s a 
great tool for DIY measuring and 
marking projects, such as setting 
and aligning shelves, cabinets, mir- 
rors, stencils and wallpaper. Use it 
to mark/cut long lines on walls, 
wood, drywall and cardboard. The 
beveled edge of the ruler lies flush 
against the wall for exceptional visi- 
bility and accuracy when placing a 
pencil to mark the measurement, 
which is a huge help for precisely 
hanging framed photos and art- 
work. Choose from three lengths; 
24, 32, 40 and 48 inches. Visit 
www.kapro.com. 

STONEBREAKER 
PRO GLOVE LINE 

Safety on the Job site is impera- 
tive, and the most prevalent injuries 
involve the hands. Many pros don’t 
wear gloves because they don’t 
properly fit, aren’t designed for the 
multiple tasks presented each day, 
or fear they will get in the way of 
them performing their jobs. Every 
pair of StoneBreaker gloves is 
constructed of the highest-quality 
materials, from the leather to 
the thread, which provide better 



protection and longer life while 
providing a “second-skin” fit. The 
entire Fit To Work concept is about 
a pattern whereby the material is 
cut and sewn to better fit the hand, 
whether it be strategically placed 
reinforced material for high wear 
points or padded protection where 
it is needed most. The snug fit 
improves dexterity, holds its shape, 
and doesn’t require a “break-in” 
period. High-quality leathers and 
breathable synthetics deliver real 
protection, all-day comfort and 
longer glove life. Double-stitched 
seams protect against rips and 
tears, and extended cuffs, superior 
Velcro closures, or both, give 
added coverage and seal. Visit 
www.stone-breaker.com. 




CONSTRUCTION MASTER 
PLUS EZ 

The Construction Master 
Plus EZ (CMP EZ) is the newest 
in Calculated Industries’ line of 
award-winning Construction Master 
Pro construction-math calculators. 
The CMP EZ takes the “problem” 
out of construction-math problems. 
It walks you through all the steps 
for every Job from stairs and fram- 
ings crown molding and balusters. 
It even calculates quantities for 10 
kinds of building materials. The 
CMP EZ has basic and advanced 




solutions (lengths, angles, quanti- 
ties, etc.) for common rafters, 
hip/valley rafters. Jack rafters and 
stairs. Other built-in solutions 
include: Square-Ups, Areas and 
Volumes; Circular; Arcs; Rake Walls; 
Arch Studs; Balusters (Cap Wall 
and Open Wall), Elliptical Arches; 
Crown Molding; Compound Angles; 
Polygons; and Spacing. The CMP 
EZ makes a valuable addition to 
any builder’s or serious do-it-your- 
selfer’s toolbox and comes with a 
rugged shock-, dust- and moisture- 
resistant Armadillo Gear case. Visit 
www.calculated.com/XPS15. 
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TWEAKER 

The Tweaker, from May hew 
Steel Products is a specialized 
two-pronged pry bar used to tweak 
or adjust bent or warped lumber, 
and adjust studs. Joists or rafters. 
It features a powder-coated finish, 
a cushion-grip handle and a nail- 
puller, and can also be used in 
demolition for wedging, stripping 
and wrecking. Visit 
WWW. m ay h e w. CO m . 



i 



IRWIN VISE-GRIP MAX 
LEVERAGE DIAGONAL 
CUTTING PLIERS 

Manufactured for electricians 
and general construction users, 
Irwin's 1902413 Max Leverage 
Diagonal Pliers feature PowerSlot 
Technology, providing up to twice 
the cutting power with half the 
effort. The induction-hardened 
cutting edges cut through ACSR, 



HYDE SPRAY SHIELD 
CARDBOARD CLIP 

This high-impact polystyrene clip 
holds cardboard or other sheet 
goods to shield surroundings from 
overspray while painting. The clip 
design enables the user to cut the 
cardboard into custom shapes and 
sizes, when the job involves 
angles, curves or irregular shapes 

that don't fit 

a standard 
paint shield. 

The Spray 
Shield Clip 
includes an 
18-in. Acme 
threaded 
hardwood handle, 
and Hyde's patented 
PivotNeck system 
adjusts the shield to 
any angle. Visit 
www.hydetools.com. 




nails, screws and even piano 
wire. The three-zone comfort 
grips are contoured for optimal 
cushion and control, while the 
handles are equipped with inte- 
grated hooks designed to attach 
to a lanyard for safer elevated 
working conditions and easier 
retrieval. The Max Leverage 
Diagonal Cutting Pliers are avail- 
able in 7- and 8-in. versions and 
come with a lifetime guarantee. 
Visit www.irwin.com. 




THE WORLD’S 

TOUGHEST 

WIPES 




BIGGER AMD 
STRONGER 

SOflkBd m our proprietary 
9-deaning-agem formula, these 
extra large IQ’ x I2‘ yvipes are built 
to wjthstarsd vigoroys scrubbing 
and youf toughest messes. 

TOUGHER 

Knocks out dried painL grease, 
tar. ink. food and drink sp^lls^ 
serif marks, dirt, and other 
lough messes. 



Look for Tub 0' Towels" at 
leading retailers, including: 

(S)[ildQ7 

*** 

Walmartil^ 

Lours 

tubotowels.com 
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HARDWOOD WRENCH 

The Hardwood Wrench deck- 
board straightening tool easily cam 
locks into place to hold deck 
boards straight while fasteners are 
being installed for true "one-man 
installation." With a pushing force 
of around 1,100 lbs., the DeckWise 
Hardwood Wrench gives you up to 
8x more bending power than other 
deck-board straightening tools. It 
works with single or double joists 
up to 3-1/2-in. wide and all types 
of decking, including pre-grooved 
or standard lumber, composites 
and PVC. The handle and Joist pins 
have been redesigned, giving 
builders the ability to straighten 
deck boards from both left or right 
hand direction, which is useful 
when you need to straighten a 
board on the outside of your deck 
frame. The handle and pins can be 
flipped, reversed and expanded to 
work on any crooked board you 
come across. The new knurled 
knobs can even be used to grip 
and straighten house siding. 

Visit www.deckwise.com. 

VAMPLIERS PRO 

VamPLIERS Pro have uniquely 
designed and patented concave 
Jaws. The vertical and horizontal 
serrations inside the jaws make 
it possible to grab onto a small 
stripped/rusted/corroded screw 
or rounded nut for extraction. 
VamPLIERS Pro will work on 



screws that have special, tamper- 
proof or unique heads, such as a 
Torx screw. Made of high-quality 
carbon steel, they have a smooth 
varnished finish and utilize an 
environmentally friendly elastomer 
for ergonomic grips. VamPLIERS 
are great for professionals and 
DIY’ers to achieve the perfect 
“bite” around the screw’s head. 
Visit www.vampiretools.com. 



WOODRIVER 
HAND PLANES 

Woodcraft has added three 
planes to its private label 
WoodRiver line; the No. 1 Bench 
Hand Plane V3, plus the No. 91 
Small and No. 93 Large Shoulder 
Planes. The new No. 1 Bench 
Hand Plane, 5-3/4 in. long and 
1-1/2 in. wide, is patterned after 
the smallest of the Stanley bench 
planes that was manufactured for 
70 years prior to World War II. This 
rare and highly collectable plane 
was originally sold to handle small 
smoothing Jobs, sometimes in tight 
places, but is now often used in 
the palm of the hand like a block 
plane. It features heavy stress- 
relieved, ductile iron casting, a 
fully machined adjustable frog, 
and a high-carbon steel blade. 

The No. 91 Small and No. 93 
Large Shoulder Planes Join the No. 
92 Medium Shoulder Plane to com- 
plete the set. Based on Edward 
Preston and Sons designs, these 
planes have a major new feature, 
an adjustable toe to control the 
throat opening and minimize tear- 
out of end grain. The plane bodies 
are Cr40 stress-relieved ductile 
steel, machined square and flat, 
and blades are high-carbon tool 
steel hardened to HRC60-64. 

Visit www.woodcraft.com. 
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GHANNELLDCK.COM 



B" HIGH LEVERAGE DIAGONAL 
LAP JOINT CUTTING PUER 



OBAN MCI Lom 



SKILLED HANDS. 
CHANNELLOCK® TOOLS 

AN UNSTOPPABLE - 
COMBINATION SINCE 1886. 



a powerful cutting edge. 



k?. lofTg as t^here tn be rit, cgrbure^nrs 1b bs rebtillland wiring 1o be run, 

there wH t>e pros whose first instincl is lo Rrat a CHANNELUXl^ • lool and get lo 
K\'oik. Look for Dur letest innrwalioifTiE et a hardware retailer near yeu. 
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MILWAUKEE 

METALWORKING 

SOLUTIONS 

Milwaukee Tool introduces six 
new Tinner Snip models that include 
the industry’s first Compound-Offset 
tinner snip, a 3-in. Speed Seamer, 
and a 5-Blade HVAC Crimper for 
HVAC ductwork. The six new Tinner 
Snips are divided into three types— 
the industry’s first Compound- 
Offset Tinner, Classic Tinners and 
Lightweight Tinners— all of which 
come with 40-percent larger han- 
dle loops that are much easier to 
use with commonly worn gloves. 
The Compound-Offset Tinner Snips 
use a compound mechanism that 
amplifies the tool’s force to cut 
tough metal material— such as 
metal lathe— with less effort. 

The 3-in. Speed Seamer fea- 
tures a forged metal head and 



comfortable over-molded handles, 
and includes 3/8-in. and 1-in. 
markings on the head to quickly 
measure the most common folds 
in HVAC ductwork. The 5-Blade 
HVAC Crimper features reinforced 



crimper ribs, which provide 
greater blade stability for up to 
twice the tool life. Both tools are 
designed to be comfortable for 
overhand and underhand use. 
Visit www.milwaukeetool.com. 





ISHN/ASSE safely Attendee Choice Award winner 



M<»IVKEYKAC 

1_A 13 E 



S TAtaiUl ZAt iLlr 






F] 




VisiJ pflrtwjf.u 6T Kwr fftis imwjrwbrte 

lostethf Sedm ^ijipe insitton 






RacTool 

FiwiTieiniL 
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GRIP 2 IN 1 COB 
FLASHLIGHT 

The new 2 in 1 COB Flashlight 
(item # 37175) features COB 
(chip on board) LED technology 
for working on electronics, emer- 
gency roadside repairs, or as 
a multipurpose work light. 

The anodized aircraft-grade 
aluminum housing is 




and a magnetic bottom attach- 
es to ferrous surfaces. Light 
out-put: main 250 lumens, 
body 190 lumens. Visit 
www.gripontools.net. 



INDEXING DECK 
WRECKER 

The newest product in 
Mayhew’s line of deconstruc- 
tion tools is the indexing Deck 
Wrecker #41105. The geared 
head allows you to index the 
angle of the tool to get the right 
fit for the job at hand. Hot-forged 
from high-quality alloy steel, the 
indexing Deck Wrecker is designed 
with a nail puller on the back and 
a striking plate within the Jaws, 
forcing the nail puller to catch the 



nail head and remove the nail. 
The inside Jaw width of 2-1/16 in 
and an outside jaw width of 3- 
5/16in. allows you to remove 
decking with minimal damage to 
the boards and Joists. An overall 
length of 33 inches provides for 
extra leverage while keeping the 
tool lightweight and easy to use. 
It is the perfect companion to 
Mayhew’s full size Deck Wrecker 
#41104. Visit www.mayhew.com. 

CHANNELLOCK 440 12” 
STRAIGHT JAW TONGUE 
& GROOVE PLIER 

The Channellock 440 12-in. 
Straight Jaw Tongue & Groove 
Plier is the tool every home and 
garage needs. This plier is engi- 
neered down to the smallest 
detail and is built in Meadville, 
Pennsylvania, USA, to last with a 




•Wuiid&fBatf™ extends HEPA life 
“Powaiftil suction -4D ^bs capecily 
“?atemed filter system 



i IP , SffsTB 

'it - ■=' ■ 



Capture 99% of dust 
Save up to 50% on labor 



The Hennovators f ^ 
best fri end = 



'■ DustSess HEPA VAC 

^Go df>- to wel without stopping 



Keeps work area . 
more liveable / 



'^tAstfess 



DUSTBUDDIE 

• Llniversai fit foi most giiiiders 

• Renmvable lip Tut uciue yriniliiig 






TeCHNOiC«3ie5 

800.568.3949 * DustlessToDls-ccm 



Available through 
The Home Depot 
end other contractor 
supply locations 
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PermaLock fastener to eliminate 
nut and bolt failure, patented rein- 
forcing edge to minimize stress 
breakage and right angle, laser 
heat-treated teeth to provide a 
better, longer lasting grip. It's 



our name 
depends 
on ours... 



What company providos quality and vaVua? 



versatile, strong and durable 
enough to pass down to your kids. 
Visit www.channellock.com. 



Starrett Squares 

Combmation, Framing and Solid Squares 



DEWALT DOUBLE 
EDGE PULL SAW 

DeWalt offers new specialty 
handsaws for general construc- 
tion, including the DWHT20216 
Double Edge Pull Saw. The new 
saw has a flexible blade for easy 
flush cuts and fine finish teeth 
on one side for precision cuts. 

The bi-material han- 
dle is ergonomically 
designed for user 
comfort, and the 
saw comes with 
a limited lifetime 
warranty. The 
DWHT20216 is 
ideal for cutting 
dowels, drywall, 
shims, trim, fram- 
ing, folding and 
cross cuts. DeWalt 
also offers a new 
single-edge pull 
saw and a flush- 
cut reversing 
hacksaw. Visit 
www.dewalt.com. 
EHT 
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The Original Invisldoor by Custom Service Hardware 

Others have tried to duplicate it, but rjothing beats the Original! 





You are no longer forced to pay custom prices and suffer through long delays for a secret door. Conceal a seldom used 
room, create a hidden safe room, or turn a door Into a functional storage and display area with an InvIsIDoor. 



C3 Sited to fit standard openings for a 3d* Of 32" door. 

CS Fully assembled bookshelf door. 

C93 Simple installation with our unique pivot hinge. 

Can be hinged left or right as an inswirtg or 
outswfng. Installation instructions Included. 

CJ9 Madevrith only premium plywood and 
domestic hardwoods. 

03 FteKibledeslgnwlthonefixed^lf(7-1/2"D) 
and three adjustable shelves (5*5yB"D}. 

03 Unfinished -readyto be stained or painted. 

03 Product ships via truck line to protect items. 

Call for a quote on a custom size or a 
different wood species. 



/n stock 



lirivisi Do^r mciucieiisivoiiiiri^.irisMMCitant 

3&"Op«ning 

X 73-7m*‘ hi face Frame dinwnsiions, 0" overall depth 
1D.BC36.CH Chwry $1249.00 Lt 

ID^C36 MA Maple 1179.00 M Cl|||| 

ID.BC36.RD fled Oak 1129J00 f tMVIJT 

32"Op*nlng 

30-7/0'^W X 7S-7/S" H ovtffai face frame dlmenitOftV S^oimrall dep^h 

IDUCSiOH Clidrry Si 249.00 

IDJC32.IVIA 1 1 79.00 

lD.aC32.no fled Oak 11 29.00 

Accessories 

Cabinet Doors (sold in piiFs) 

Add doors to turn the lower bookfase Into a ablnet 
lD.DOOR36fRCH Cherry $164.M] 

iD.DOOflBdF RMA Maple 1 49.DG 

lD.DOOfi36FP.RO fled Oak 1 39.M 

JambH'hreshold 



E^ctra shelves 

1D,SHELF36.CH 

1D.$HELF3^.UA 

1D^HELF36.RO 



Cherry S20.00 

Maple IS, 00 

fled Oak lS.00 



iimplvfv ^r InsialtaUofi wllliaieady te assemble jamb/ Ehms hold. 

Made Irvn solid hardnood to match bockcase. Specify or E^utswmg 



I ns ng t-gne^D Jamh r D ThnihoU Outswing D lamts^ 4 ^ 9 / 1 613 ThreshoU 



lDJAM36tSrH 


Cherry 


$213.00 


IDJAM3SD5.CH 


Cherry 


$207.00 


SDJAM36I$.MA 


Maple 


176.00 


IDJAN136P5.WIA 


Maple 


170.00 


IDJAW136I5.R0 


Red Dak 


155.00 


lDJAWt360S.R0 


fled Oak 


14S.00 



Designed and built by 




Trim Molding Kit (as- 5-m''xB4*x3/4'(is- 3 -i/t"xm*x3/4* 

(D.TK_CH Cherry Si 09.00 

ID.TK.IW^ fVtapte 100.00 

laTK.RO Red Oak 9fl.00 




www.cshardware.com • 800-882-0009 




] STONE- 
WALLED 



By Matt Weber 



S tone veneer that installs without the mess the mess of mortar is 
rapidly growing in popularity among DIY'ers. Rather than mixing 
batch after batch of mortar and troweling it over a mesh-covered 
wall, mortarless veneer is simply installed with screws and a power 
screwdriver. 

My wife and I wanted to spruce up our finished basement and decid- 
ed a stone accent wall would add a sense of rustic warmth to the living 
space. We selected a mortarless artificial stone system called ClipStone 
from Environmental Stoneworks. Here's how we used used the veneer 
to dramatically upgrade the decor of the basement. 



PROJECT PREP 

A number of mortarless veneer systems are available 
from a variety of manufacturers, and installation meth 
ods vary. The ClipStone product utilizes wire hooks 
molded into the back of the stone, and the hooks are 
attached to the wall with pan-head screws— two per 
stone. 

First step in the project is to determine your 
house wall is adequately constructed to support the 
new stone, which is notably heavy. ClipStone is 
designed for installation over 7/16-in. or greater OSB 
or plywood sheathing attached to wood or metal studs. 

Our basement walls were covered in thin wall paneling, 
which was an inadequate substrate. Therefore, to prepare 
for the stone I, removed all the trim-work and installed 7/16-in. 
OSB panels over the wall using screws and construction adhesive. 




Installing 
Mortarless 
Stone 
Veneer 
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Whether or not you need to 
add wall panels, you'll still need 
to remove the wall trim for instal- 
lation. If you're using a smooth- 
faced stone, such as brick, it 
might be wise to keep the trim 
intact for reinstallation after 
the veneer is installed. In our 
case, however, we were using 
ClipStone's Ledgestone product, 
which has a variegated cleft face, 
which gives it a very naturalistic 
appearance but also results in an 
uneven wall surface that doesn't 
easily match crown or base mold- 
ing. We decided to leave the trim 
off this project. 

Follow your manufacturer's 
guidelines for estimating the 
amount of product you should 
order. It's usually a good idea to 
order 5 to 10 percent extra mate- 
rial for waste due to cutting or 
breakage. 



Our particular project was 
about as simple as it gets— a 
straight interior wall with no cor- 
ners to deal with. Accessory 
pieces are available, however, 
for outside corners, outlet boxes 
and light fixtures, plus the com- 
pany offers a decorative sill for 
windows or a wainscoting cap. 

Note: For exterior installations, 
you'll need to cover the OSB or 
plywood with two layers of breath- 
able moisture barrier fastened 
with staples. Make sure all edges 
are proplerly flashed. 

STEP BY STEP 
INSTALLATION 

Starter strips are available 
from the manufacturer, but I 
felt they were unnecessary for 
this simple interior Job. 

I began installation of the 
veneer at the lower left-hand 



Installation requires a 
substrate of 7/16" or greater 
OSB or plywood. 



First step was to remove all 
molding and trim. 
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TI-PROBOARDT 

FOR TILING DECKS 





Beauty & Safety Begins 
with 

Ti-ProBoard® 



Beautiful decks start with TI-PruBoard*, a stable and 
commercially rated substrate, that is not affected by 
water, freeze and thaw or extreme heat. Maintenance 

free,Tl-ProBoard* is the 
structural replacement 
for plywood and deck 
boards under porcelain 

tile. Deck joists should be placed 16"O.C,TI-ProBoard*comes in 12" widths by 8' or 12'ler\gths, 
For more information visit our website. 




FinPan 

'^Thc Stre-n^tn Be-hind th^ Beauty ^ 

800-833-6444 

www.finpan.com 

Made in the USA 



Visit us at 
The Coverings 
Show 
in Orlando 
Booth 2842 




Snap for informat-iori 
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corner. I used a pair of pliers to 
bend the lower clips even with the 
bottom of the stone, placed onto 
the floor and checked it with a tor- 
pedo level. To attach the stone, 
simply push the stone back and 
downward and drive screws into 
the exposed eyelets. The stone 
should be snug when gently pull- 
ing on it. 




/ bent the lower hooks out of the 
way to install the first stone. 




Each stone installs with 
two screws. 




Complete the first row. 




Stagger joints from row to row. Some stones are half the height of others 
and require two stones to be stacked together. 



Fasteners should be 1 to 1-1/2- 
in. long with washer-type heads 
that pinch the wire to the wall. I 
used 1-1/4-in. wood lath screws 
for this project. 

Repeat the procedure to com- 
plete the first row, cutting the final 
stone to fit. Cuts can be made to 
the stone with a chop saw or a 
grinder with a diamond-grit blade. 

Each stone should have two 
points of attachment. If necessary, 
cut from the left and right of the 
clips to make this happen. If this 



isn’t possible with the cut stone, 
then use a quality construction 
adhesive to glue the stone surfaces 
together. (Use a polyurethane- 
based construction adhesive for 
exterior projects). 

The following rows install in 
much the same way, but instead 
and bending the lower clips, they fit 
behind the stone of the lower row 
and interlock for a more secure 
installation with a consistent stand- 
off from the wall. Remember to 
stagger the Joints between stones 




Check each stone for level. 
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from row to row, as with any masonry installation. 
Check each stone for level installation. 

Because the Ledgestone is intended to look like a 
naturally occurring material, the stones have slight 
irregularities in size and shape that can complicate 
keeping the rows level while also spacing the individ- 
ual units closely and evenly. My suggestion is to fre- 
quently take a step back and assess your progress. If 
you run into complications from a stone that's slightly 
too large, set it as side for the first stone on the next 
row, and install similarly sized stones next to it. For 
the most part installation is a straightforward process, 
but it pays to keep an eye on your stone size and to 
make minor corrections along the way. 

Outlet stones are available for installation around 
electrical boxes. You'll also need to install an exten- 
sion ring around the outlet box to bring it out flush 
with the stone. 

At the final top row, you can cut the stone as need- 
ed to fit beneath the ceiling. Try to keep two eyelets 




Cut the stones using a chop saw or a grinder with a 
diamond-grit blade. 




Outlet stones and other accessories are available for 
installation. 



gotdustP 





Certified fuH unitHEPA 
vacuum. Meets EPA flflP 
requirements indudmg 
lead. Certificate inciuded 
with every unit. 



■ Jx' r/ie air performance of 
most shop vacuums. 



■ Rapid Puise Cieaning 
Bar - Cleans the fitter 
during operation without 
removal. No filter 
removal, no mess! 



■ Use stationary virWi long , 
hose or with tiie mobile 
cart. 



w Deposits waste in easy 
to remove plastic bag. 
No clean up! 



QpliMIBl «n 

and hoH. 









Approx. 53” tall and approx. 45 lbs. 

Works on oil oi your lools! 



Mkbp 




\ Dust Deputy Deluxe 

Captures 99% of the dust before 

^ ff reaches your vacuums' filter. 

Dust In V HetroNts to any shop vacuum. 

^ Pays for itself in filler neplacemeni 
oosts atone! 

S' Helps maintain suction. 

^ Easy to empty bucket. 



Allow A vaUbMe at fifw 

miDDCRAFr 

Tho holpfut phicfl. 



MCNAR1>S 



Gall Today for luformation! 

U00.73Z4065 ^ 

¥fww.opeida-air.coiu 



-Oneicici'’’ 




Dust Callection Siri^ 1^. 
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on the stone for installation. If this isn't possible, glue the 
stone to the wall with heavy-duty construction adhesive. 

It doesn't happen often with me, but I got lucky with this 
installation. The full height of the top row was able to cap off 
the wall with minimal cutting. 

The result was a substantial improvement to our finish base- 
ment, which went from the look of a kid's playroom to "man 
cave" with the new installation of the stone accent wall, eht 



For more information on ClipStone and mortarless stone 
veneer, visit www.myclipstone.com. 



The rear of these stones show 
how the wire clips interlock on 
the rear of the veneer. 



To fasten the stones I used 
1-1/4" wood lath screws that 
have washer-type heads. I used 
construction adhesive to help 
install the final top row of the 
project. 




a’avn ldealStairPafts.com 



IDEAL"^ 

stair 

1 - 800 - 823-1124 




Glider 



Of Painting! 



Paint in less time with iess mess and no stress 



v>HH Lbv Mm irtn 

leOlWrEf' JU-ibmr'H ntiduia] bun irtipSMT | i^ib . i Lam 

LFm Can nn«d btm nan brnnif m wMt^ !«ndk 

DRNttll T«»Einww 4 ^au!n*m tmn KUta 141 ia I 



NEVER BEND OVER WHILE PAINTING - HOLDS 1 GALLON! 
DURABLE & LIGHTWEIGHT 




www.PaintGlider.com 

±- 888 - 580-0230 
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The completed 
veneer gives the 
basement a warm, 
rustic feel and 
greatly enhances 
the look of 
the room. 





AireShare" Tk'ansfer Fans 

Make Hot or Cold Rooms More Comfortable 

Perfect for 

■ Ductless Cooling & Heating Systems 

■ Space Heaters, Stoves & Fireplaces 

Room-tO'Room Level-to-Level 





Pryer Piict Bo oste r^ 

Dranuitk&lly reduce 
^ drying times lint 
■^cA bu\ld-up 

■ Reduce drying times 50% or '^WM 
more 

■ 5 yr warranty / no-dog guarantee | 

Tjcrnlund Prcf- 'ucts, Inc. 



y 800-25 lj-420»- 



ierrt*:r.:i.:otT. 





XchaiuceR" 

tAfntlleitiort ^«lrt 5 

Improwe Indoor 
Air QiinlHy* Core 
Damp-Mnsty 



Two fcwer^ible M dm fans supply ai-r, 
ejfhdust ffr pfwde a babn«d eiediange. 
Magrnetic damper stops prevent air 
infiltration. Motfol X2P includes 
dehumirfistat oontrul. Model X2fi 
indudes remcte mount hood. 

Also gneat fo" ^arages, caiiin5t 
storage areas & workshops 



Under Aire Crawl j 
Space Ventilators 



Quickly reduces moisture 
helping to protect bcrtK 
home and occupants 



iwl I p 

tors\j, 






Verilitales excess moisture. 

Ihe cause ol moid, mildew end 
wood roL Increases air drcu^a- 
tidn to fi^l condensatioti. 
Ccmslenft operaliori hdjM nt 
radofi. treated wood on-gassing 
and odors Models VtD and V20 
IrKlude adjustable dehumkfistak 
freeze pfotoction thermostat and 
115 VACpowercord. 

ERja^H 



Tjernlund Products, Inc. 

800-255-4208 • tjernlundcom Bl 
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Double Bypass 

Make a room look bigger while providing full-length mirror bypass doors. 




O ur habit of occasionally 
changing houses means 
that I have been through the 
ritual of finding a good location for 
a full length mirror a number of 
times. One of us doesn't just throw 
on a t-shirt, Jeans and skater 
shoes every day, so apparently 
checking out the ensemble for 
clashing colors, misaligned but- 
tons and accessories is a thing. 

My thing is making sure my wife 
has a mirror to view herself head 
to toe because I cannot be trusted 



to call a timeout when she intends 
to head out the door in violation of 
some fashion rule. 

A good way to be in compliance 
with the full length mirror rule is to 
install a set of mirror bypass 
doors. Not only do these doors 
function as full length mirrors, they 
can also make a room look larger. 

Another advantage of this prod- 
uct is that it can fit into a wide 
range of openings as long the 
header is not too low or the open- 
ing too wide. The doors have quite 



a range of elevation adjustment 
and, because they overlap, there 
is a good deal of leeway for how 
much they overlap each other 
when the doors are closed. 

Although these doors give the 
installer a lot of flexibility for open- 
ing size, there is an ideal setup 
that looks best, provides maxi- 
mum access to the closet when 
open, and rolls the smoothest 
when operating the doors. 
Whenever possible, we try to get 
the opening to this ideal. Of 
course, when framing a new open- 
ing you can get it spot on. If you 
have much experience with home 
improvement projects, you've dis- 
covered that things are rarely ideal 
and you often have to figure out 
how to make it work. 

We'll take a look at some of the 
ways to make mirrored bypass 
doors work in some of the situa- 
tions you may have inherited, but 
first let's see how to set these 
doors up when starting with new 
construction. 

FOR NEW CONSTRUCTION 

Most of these door kits are 
intended for 4-, 5- or 6-ft. open- 
ings in a house that has 6-ft., 8-in. 
high doors. Start with getting the 
right kit: 4, 5 or 6 feet. With some- 
one to help, open the kit some- 
where you can keep the doors pro- 
tected while the rest of the 
process is completed. (This may 
be in your garage or a bedroom 
where there is wall space and 
where kids won't be playing.) 

Get out the floor track and put it 
on the floor. Stand a door with the 
wheels in the floor track. Have 
your helper steady the door while 
you take some measurements. 
Look at the clearance from the 
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AvailabSe ONLY Through 
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To Order or Find a Retailer: 
Briwax International, Inc. 
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BRIWAX Metal Polishes & Detailing Cloth 

Restore, dean and polish most all metals. Not recommended 
for plated metals. The Gold Standard liquid polish contains 
jeweler's rouge that eliminates 
scratch irtg and is safe even for your 
finest Jewelry. Available in 3 Sizes, 

Ultra-Magic Microfiber Detailing 
Cloth is the finest quality available. 
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bottom of the door to the floor 
track. You want about 1/2 inch, 
but it may have been shipped with 
much more than that. Adjust the 
screws to get the door to that 1/2- 
in. gap. 

With your helper still steadying 
the door on the floor track, gently 
set the header valance over the 
door and rest it on top. 

Hook your tape under the floor 
track and measure to the top of 
the header valance. Add 1/2-in. to 
get your finished header height. 
This measurement will need to be 
adjusted to allow for your flooring. 
If it will be hardwood, simply sub- 
tract the thickness of the hard- 
wood, because the floor track will 
be mounted right onto the hard- 
wood. 

If the flooring will be carpet or 
tile, you will need to put a strip of 
plywood under the floor track to 
get it to the right elevation. It's 
often best to take the floor track 
to where you can compare to the 
desired flooring. Make sure your 
floor track elevation takes into 
account the tile substrate or car- 
pet pad along with the finished 
material. 

Lean the doors against a wall 
with one overlapping the other 
about one inch. Have a look at 
that amount of overlap. Look 
good? Measure the width of the 
combined over-lapped doors. This 
is the horizontal measurement of 
your finished door opening. 

One common change in width 
occurs when you want to change 
from bifold doors to bypass doors. 
Because the bypass doors overlap, 
you may need to add some materi- 
al to the inside of the opening to 
get the doors to overlap. 

TIPS & TRICKS 

Installing bypass mirrors is not 
difficult but there are some tips 
that can make the doors function 
and look much better. 




We always get the door kit early 
in the process. Reviewing instruc- 
tions can be helpful, but actually 
handling the doors and tracks is 
often the best way to go, because 
following the instructions for door 
openings can end with a big gap 
under the doors (and the doors 
barely in the upper guide track). 
The goal is to determine the opti- 
mal door adjustment height, head- 
er valance height and amount of 
door overlap. We put the floor 
track down as close as we can to 
where it will eventually live. It can 
overlap the opening inside the 
closet for this initial test, since it 
won't yet be cut to length. We put 
one of doors in the floor track with 
the lower adjustments at close-to- 
minimal extension beyond the bot- 
tom of the door. We then settle the 
upper track down over the door. 




After positioning the upper track 
with the right amount of door 
inside, we marked the top of the 
upper track to show where the 
bottom of the finished header 
should be. Make sure you have 
some room for adjustment in the 
floor track guides. The idea is to 
make the doors look good with 
minimal gap at the bottom and 
nearly maximum penetration into 
the upper track with some room 
for adjustment. 




In our project we started with an 
opening that did not have a head- 
er. We used the top of the upper 
track mark to determine how 
much framing to add while allow- 
ing for drywall. 
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We framed in the header then 
wrapped it in drywall. 




We installed corner bead before 
applying drywall compound and 
texture. 




In order to make our doors over- 
lap each other properly, we added 
a 3/4-in. vertical trim board 
ripped to the width of the header. 
This narrowed the opening 
enough to make 1 inch of door 
overlap when the doors were 
closed. 




We measured the width of 
the opening at the bottom and 
cut the floor track to fit between 
the trim boards. A miter saw 
with carbide teeth makes a 
very clean cut on the aluminum 
track. Key words: carbide, 
aluminum. 




PAINT 

PIRAN 



A Paint Cleaning Tool With “REAL BITE” 



The Paint Piranha ^ 
deans paint brushes 
and roiier covers and 
restores oid brushes to 



like new condition! 



Whether you are a home-owner, a commercial 
painter or an art student, the Paint Piranha 
can save you time, money and frustration. 



The Paint Piranha paint 
remover is capable 
of cleaning out a 
paintbrush that has fully 
hardened in two minutes. 
Most paintbrushes, when 
cleaned using other methods 
can take up to 30 minutes 
to clean thoroughly. Because of the 
speed of the Piranha and the accuracy 
of cleaning each bristle, the time 
drops down to just a few minutes! 

www.thepaintpiranha.com 



STOP FLOOR SQUEAKS 

In Carpeted, Hardwood and Linoleum floors 
with SQueeeeek No More' 



Available at 




The Squeeeeek No More* kit stops floor squeaks 
through carpeted floors using a special screw that 
passes safely through the carpet When used 
on hardwood floors^ the screw breaks 1/5 of an inch 
below the surface of the floor. A small hole is left 
that can be easily concealed with wood filler. 




SCAMK]WATCl{\1t>Ci> 



O'Berry EnterpriseSp Inc. 

300-459-8428 
patrick6742 ^ yahoo.com 
5306 Business Parkway 
Ringwood, IL 60D72 
www.t loofsqueaks. com 
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We installed the floor track 
along the transition between the 
vinyl and carpet. 




We also cut the upper track 
with a carbide finish blade and 
installed it so the doors would be 
plumb in the opening. We had to 
take into account that the wheels 
are located behind the doors at 
the bottom, while the doors center 
in each of the upper tracks. 

Installation began with the rear 
door. 

All of the door adjustments 
were made with the screws at the 
bottom of the doors. Each side of 
each door must be adjusted up or 
down to get the doors to align with 
the sides of the opening. 




There isn't really any adjust- 
ment at the top, but you can see 
how the sides and header must 
be square to each other to look 
even at the top. There is also an 
advantage to having the doors 
deeper into the upper track so the 
frame of the door is not visible, 
which hides any out-of-parallel 
issues. 




When both doors are open you 
have access to less than half of 
the closed at a time, which is why 
keeping the overlap to the mini- 
mum one inch is a good idea. 



BRUTAL BACKSIDE 



Although you may like what you see when you look at the front of these doors, some of the makers don't put much 
effort into making the backs look good. For this reason, I don't recommend they be used for walk-in closets or any 
other location where someone can actually hang out in the space behind the doors. Also, note that the mirror on the 
back door reflects a portion of the overlapping front door, so arrange them accordingly with the gap obscured when 
doors are closed by putting the front door on the side from which the closet will most likely be viewed. 
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PUSTPRO DOOR 



KNOWTHI BEAlJTYOF]MNOVATLa« 

THEIR DOOR 





Full length conaposite top and bottom rails 
prevent any water penetration 




High impact reinforced skin with deep 
embossment creates beautiful shadow lines 
and will not split, warp, dent or rust 




Full length composite stiles prevent water 
infiltration and enhance screw holding power 




Composite bcttom rails with wood exposed 
on the bottom of door allowing for moisture 
penetration 




Shallow embossed skin resembling steel doors, 
reducing curb appeal 




Limited length wood stiles allow moisture to 
enter creating future maintenance issues 



Full length LVL block for strength and durability 




Average wood lock block of 12" 



100% Composite poly-fiber PF frame is insect 
resistant, wit! not rot or split 




Wood frame material will crack or rot over time 





Pl3st|n frame with 
Hydnishielii”*Technolgy 



PUSTPROINC.COM 





Wood Frame 
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This pair of doors (left) are 
closed the wrong way. You want 
the outside door to be parked on 
the side where the gap between 
doors will be hidden. Family mem- 
bers may not cooperate with this 
idea, but you can try. 

This closet is done and ready to 
be loaded. Notice that the 
painters accentuated the vertical 
trim board that made the opening 
the right size, eht 




FLOOR TRACK 



Unlike traditional bypass doors, which hang from the upper track, this type of door rides on wheels at the floor track. 
This means the bottom track must be on reasonably solid footing— flat, straight and not too squishy. When we are set- 
ting up for these doors for carpet on both sides, we install a 1/2-in. thick strip of plywood to support the floor track. 
This strip is ripped to the width of the floor track and carefully fastened into the position determined by testing the 
doors. We write instructions on the strip for the carpet installers to carpet up to (but not over) the strip on both sides. 
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Wood€nV\/^ll<yvays 



• Install in minutes, use for years 

• Choose from teak/ipe, Trex®, more 

• Use on grass, sand, gravel - virtually any surface 

• Easy to customize with curves and turns 

• Choice of widths and slat spacing available 




NO CARPENTRY OR , ' 

PERMITS REQUIRED. 

Just roll-out your new wooden walkway 
over grass, stones, wood chips, pine needles, 
sand, gravel, old concrete and more. Create a 
beautiful new wooden walkway or renew an 
existing one-in just minutes. 



SATISFACTION 

GUARANTEED! 



A DO- IT-YOURSELF WOODEN BOARDWALK SYSTEM 
WITH A TRULY FINISHED CUSTOM LOOK! 



m 






Call today! 
800 - 813-4050 



www.MistGrBoardwalk.com 



EVERYTHING 



AUTO 



Less Smoke, More Power 

Fine-tuning Engine Efficiency with Electronic Controls 




he single biggest advance 
in fuel-injection technology 
has been electronic control 
systems. The introduction of com- 
puter management has improved 
engine efficiency and fuel econo- 
my while also adding more power 
and torque. Turbo-charged diesel 
engines have benefitted the most 
from these innovations. When 
combined with free-flowing intake 
and exhaust systems, fine-tuning 
for more power or fuel economy 
becomes a very viable goal for a 
turbo-charged diesel. 

The factory tune is designed to 
meet specific power and emission 
goals. Specially designed around 
test setups, which rate the vehicle 
on a variety of benchmarks, these 
stock settings may not match your 
particular situation. Optimal tuning 
for your personal driving style can 
be achieved with an aftermarket 



tuning system, which can unleash 
more power, give you better throt- 
tle response, or squeeze out more 
miles per tank of fuel. 

Banks is a well-known electronic 
tuner company in the diesel market 
and for good reason. The Banks 
Six-Gun diesel tuner not only adds 
up to 155 horsepower and 385 Ib- 
ft. of torque (with the recommend- 
ed airflow improvements), but also 
features the company's CleanTune 
technology to provide all that 
power without the soot. Banks 
ActiveSafety technology monitors 
your engine and transmission with 
built-in safeguards. Plus, the iQ 
Dashboard PC always gives you 
custom tune-ability, and you can 
change power levels with a touch 
of the screen. 

Here's how we installed the 
Banks Six-Gun Tuner on a 
Duramax. 



STEP BY STEP 
INSTALLATION 




Removing the passenger-side 
fender liner allows access to the 
exhaust manifold for installing the 
pyrometer, which adds extra safety 
to the programmer setup. 




When drilling the access hole, 
use grease on the end of the drill 
bit to catch the metal shavings 
and reduce cleanup. Use a liberal 
amount of grease. Clean and reap- 
ply fresh grease to make sure it 
continues to catch shavings. 




Using the grease leaves a clean 
hole without debris inside the 
exhaust manifold, which is ready 
to be tapped. Use the correct size 
of bit for the tap. Starting with 
smaller sizes and stepping up size 
can help by reducing drill torque 
and minimizing friction. 
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INTRODUCING 

NETBRIGHT 




A NETWORKED WIRELESS SPOTLIGHT SYSTEM 

All NetBright Lights Activate When Any One Light Senses Motion 





Surprisingly Bright Light Anywherel 

mrbeams.corri 



See NetBright in action at the 
National Hardware Show 
in Las Vegas 

Booth# 3717 




EVERYTHING 



AUTO 




Make sure the tap is straight 
and square, which will affect the 
angle of the bung and sensor once 
installed. A socket adapter with an 
extension can be used in place of 
the conventional “T” wrench to get 
past obstructions. 




Once you’ve tapped the hole 
and used a magnet to ensure you 
got all the metal shavings, insert 
the bung that will accept the sen- 
sor into the manifold. 




The exhaust gas temperature 
(EOT) sensor tightens into the 
already inserted bung. 




After routing the lead-wire for 
the EOT across the engine bay and 
safely down the engine to the EOT 
sensor, you can connect the wires. 
Be sure to put shrink-wrap over 
the wires first so you can seal 
them from the elements. 




Run the mass air flow (MAE) 
harness adapter and put the stock 
plug into the Banks male plug. The 
Banks female connector plugs into 
the sensor. 




Find the large engine plugs on 
the driver’s side of the engine bay. 
Figure out which way will make the 
plugs sit close to the stock config- 
uration and out of the way. 




Connect the EGT lead-wire to 
the harness on this side of the 
engine bay, making sure to feed 
the shrink-wrap over the wiring 
prior to connecting. 




Use a heat gun to shrink the 
wrap onto the wires. 




Secure the control unit of the 
Banks Six-Gun using the provided 
tape and hook-and-loop style fas- 
tener. Locate the rubber grommet 
in the driver’s side firewall and 
feed the wiring harness through 
the firewall into the passenger 
compartment. 
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Remove the screws from the 
lower portion of the interior panel 
(near the parking brake and close 
to the center console) to access 
the under-dash area for fastening 
the wires and components. 




Connect the Banks OBD II inter- 
face connector harness to the har- 
ness you ran through the firewall 
from the Power Tuner. 




Plug the Banks OBD II interface 
into the OBD II port on the truck. 
This allows the unit to use and 
display a variety of parameters 
from the pickup’s stock computer 
control unit. 




Use the supplied cable ties 
to secure the Banks iQ Bridge 
Module and other wiring out of 
the way from damage or potential 
interference with your feet and 
pedals. Route the power connector 
for the IQ unit up the weather 
stripping edge of the dash to 
wherever you’re going to mount 
the unit. 

Find a good mounting spot 
that doesn’t block your vision 
but allows you to easily see the 



gauges and settings the iQ has 
to offer. The functions of the iQ 
all work wirelessly so you only 
need the unit to be plugged in 
to power it. eht 



K from Any Job 

am^ Rock Hard W^ter Puttv Id fill cracks arttl holes. 






Usa Durttam^ Rock Nerd W^ter Putt/ h fii]l cracks amj holes, 
rebuild missing inalsrial, and meld mt ebjecis. It permansnlt/ 
adhsres in wood, p-laster, and tile without shilntdrug. 

Ydu cart itien chiset. sand, polish, and celof I 
The go-te solutiDn oE demanef ng crarFtsmeo 
tor mure than 75 years. Available from hardware, 
lumber, building material, a^d paint dealers 
everywhere, waterputty.com 

Donald Durham Co. 

Bm B04-HT. Dk Moines, lA S0304 
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PRODUCTS 



TYTAN SUBFLOOR HIGH YIELD ADHESIVE 

The new Tytan Subfloor High Yield Adhesive from Selena USA features innovative col- 
lapsing gel adhesive technology specifically formulated for installing subfloor, and other 
horizontal wood panel applications. The collapsing gel technology provides superior yield, 
maximum strength and gap filling on horizontal applications, and its squeak-prevention 
properties are superior to traditional cartridge-applied subfloor adhesives. Its method of 
application will also save builders and remodelers time and money. Because of its high- 
yield formulation, just one 29-ounce can of Tytan Subfloor High Yield Adhesive replaces 
twelve 28-ounce traditional adhesive cartridges. In other words. Just one can equals one 
case of traditional subfloor adhesive. Visit www.HighYieldAdhesive.com. 




VERSATEX PVC 
CROSSHEAD PEDIMENT 

Save labor when installing architectural 
trim get better results with an improved high- 
density PVC crosshead pediment profile from 
Versatex. Leading building-supply dealers 
across the U.S.A. now offer it in individually 
wrapped 16-foot lengths with a smooth 
matte finish. It's easy to cut, miter and 
install, and it’s compatible with standard 
millwork tools, techniques and materials. It 
delivers long-lasting curb appeal with zero 
painting and minimal maintenance. Visit 
ww w. ve rsatex. com. 




The patented Monkeyrack Ladder Stabilization System uniquely 
bonds a receiver hitch and an extension ladder together, to provide 
superior ladder safety, stability and vital fall-protection. The system 
is specifically designed to address the critical fall protection needs 
associated with improper setup and use of extension ladders. 
Monkeyrack Products currently offers the Monkeyrack Contractor 
Kit #MCK075, which includes a safety tag that satisfies the lock- 
out/tag-out requirements and the newest attachment innovation, 
the Monkeyrack Bolt-on kit. The Monkeyrack Bolt-on kit allows the 
Monkeyrack to be bolted directly to the receiver hitch while also 
allowing the flexibility to utilize the original hitch-pin attachment 
option. TheMonkeyrack Ladder Stabilizer was recognized with the 
People’s Choice Award for Innovation in Fall Protection at the 
ASSE/ISHN Safety 2014 Conference and Expo. Learn more at 
www.monkeyrack.com. 
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SONAR RTU AQUATIC HERBICIDE FOR PONDS 

For successful do-it-yourself weed control for ponds, Sonar RTU is a unique Ready- 
To-Use formula that controls most troublesome pondweeds, including duckweed. 
Many pond owners consider duckweed to be their toughest aquatic weed problem. 
Fortunately, no other aquatic herbicide is more effective; Sonar RTU provides com- 
plete, long-lasting control of duckweed and other stubborn unwanted aquatic vegeta- 
tion for a year or longer. Sonar RTU requires no mixing, special spray equipment or 
even a boat. Simply open the bottle and treat from the shoreline. The innovative RTU 
formulation allows anyone to make water usable for recreation, bring fish popula- 
tions back into balance, and restore property values. Visit www.sepro.com. 








EXPRESS YOURSELF’ BY FEENEY 




Feeney, Inc., manufacturer of CableRail brand stainless steel cable infill and the popular DesignRail alu- 
minum railing system, is launching five new colors in the line of DesignRail aluminum railing colors. The new 
offering satisfies the popular demand for bold and bright colors in home and building products, giving home- 
owners and designers a vivid palette of dramatic hues in addition to more traditional colors such as black, 
bronze and white. 

“Homeowners, architects and designers are looking for ways to personalize residential and work spaces. 

We have added a splash of brilliant color at the railing to give them the inspiration to enliven any indoor or 
outdoor living space,” says Andrew Penny, vice president, marketing and advertising. 

DesignRail by Feeney is a customized, component-based aluminum railing system. Customers can add in 
optional LED lighting and select from multiple mounting, top rail and infill options, including pickets, glass and 

CableRail stainless steel cable infill. 
The “Express Yourself by Feeney” 
DesignRail line is currently available 
in five colors, including Orange You 
Sassy, Not A Mellow Yellow, Red Hot 
Red, Blazing Blue and Margarita 
Green. All DesignRail railings feature 
a durable AAMA-2604 powder-coated 
finish for superior color retention, 
impact resistance and weather pro- 
tection. Visit www.feeneyinc.com. 
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PRODUCTS 



LAND PRIDE SA20 SKID AUGER 

Land Pride’s SA20 Skid Auger fills a need 
for users that require a quality post-hole 
attachment but don’t require a heavy-duty, 
commercial-grade SA35 Auger. This lighter 
planetary-drive Skid Auger is ideal for land 
owners, landscapers, hobby farmers or con- 
tractors. The SA20 digs holes from 9 to 36 
inches in diameter and up to 48 inches 
deep (or deeper with available auger exten- 
sions). The SA20 is a versatile and depend- 
able tool with 10 different augers avail- 
able-seven double flight augers from 9 to 
36 in. and three tree augers in 24, 30, and 
36 in. Visit www.landpride.com. 









All Treated Wood is not the same. Build better outdoor projects with stabilized treated wood. Ecolife Stabilized 
Weather-Resistant Wood (EL2) is an innovative wood-stabilizing preservative system that protects the natural 
beauty of above-ground exterior wood from the harmful effects of weathering, termite attack and decay. 

Ecolife’s built-in water repellency is pressure-treated throughout the wood, making the structural framing of 
every deck or wooden deck surface more stable, with up to 50 percent less surface cracking and checking 

as compared to ordinary treated wood. Ecolife is 
available at East Coast retailers, lumberyards and 
home centers. See the Ecolife performance video 
at www.treatedwood.com. 




RESTORE 

CRACKED 

WALLS 



NU-WAU 

RESTORATION SYSTEM 



Cost effective 

Qne day 
application 

Herneve no trim 






Make Walls 
and Ceilings 
Like Newl 



IMC. 



PECIFICATION CHEMICALS 

WWW. n u-wal-cofn 



78 



www.extremehowto.com 






Advertisers 



June 2015 



American International Tool, Inc 14 

Arke 17 

Armstrong Clark 15 

Bigfoot Systems 16 

Blue Devil Products 44, 45 

BrassCraft 28 

Briwax International, Inc 65 

Buddy Tools LLC 79 

Calculated Industries 20 

Centipede Tool 41 

Chennellock 51 

Custom Service Hardware 55 

Deck’s Unlimited 38 

Donald Durham Co 75 

Duckback 9 

Dustless Technologies 53 

DuxxBak 25 

Earth way 27 

Ego Power Plus 35 

Eterna-Kote 39 

Evapo-Rust 26 

Feeney 13 

FinPan 59 

FrogTape 21 

General Tools IFC, 1 

Gorilla Glue 37 

GRK Fasteners 7 

Handibot 10 

Healthful Home 40 

Hyde Tool 47 

Ideal Stair Parts 62 

Land Pride 43 



Lumber Liquidators 5 

Mayhew Steel Products, Inc 23 

Maze Nails 19 

Metal Ceiling Express 18 

Mister Boardwalk 71 

Monkeyrack 52 

Mr. Beams 73 

Nick’s Building Supply, Inc 42 

O’Berry Enterprises, Inc 67 

Oneida Air Systems 61 

PacTool 52 

Paint Glider 62 

Paint Piranha 67 

Plastpro 69 

Ready Seal 24 

Safe Racks 70 

Sakrete 80 

Sashco BC 

Specification Chemicals, Inc 78 

Stainable Primer 38 

Starrett 54 

TG Tools 2,3 

The Cornice Store 79 

TimberTech IBC 

Tjernlund Products, Inc 63 

Top Bulb 14 

Tub O’ Towels 49 

UGL 36 

VamPLIERS 8 

Western Timber Frame 29 

WM Coffman 11 




"BBIDlYDnwII 



“TapcDutlJy mtLkus 
lapiaig so niuch 
quicker wiih 
imcss and sanding." 



■'Best home 



impravennent 
proditcl i'vensai'' 



Bl IhflEV KilBiftB 

in 

Eia Drtfar flnllne mt 



Prof«^onal results 
on a DIY budget 
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Cornice 

^ore 



DIY Styrofoam 
Cornice Kits 





• No Sewing • Professional Looking 

• Easy to Install • Fun to Create 

• Includes Instructional DVD 

623 - 556-5713 



Assemble, Decorate, Hang - That's all there Is to Itl WWW.COrnicestore.COrn 
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FROM REPAIR TO ONE-OF-A-KIND MASONRY WORK, THERE'S A 
SAKRETE® SOLUTION FOR ALL YOUR CONCRETE PROJECTS, 

SAKREIE^ Flo-Coat Resurf acer is a highly flowable material that can be easily applied 
with a squeegee, maling old cencrete look like new again without the expense at 
replacement. The originator of pre-tnixed bagged concrete, SAKRETE^has offered 
contractors and do-it-yourselfers innovative, readily available solutions longer 
than any other brand. Let tis help p find the right product for your project 
Visit us at sakrete.com or call 866-725-7S3S. 











iTimbet^di 

Less Work, More life. 



Every job can be transformed Into something spectacular However, only the stunning appearance 
of TimberTech's Earthwood Evolutions Legacy® CoSlection can turn a client into a really happy 
client, With a variety of colors to choose from, and the beairtiful look of artisan hand-scraped 
hardwood with the iow-malntenance ease of a quality capped composite, there really Is an option 
for everyone. To see how our complete fine of innovative decking, railing, lighting and fastening 
products can help you transform your business, visit www.timbertech.com 



DECKING [ RAILING | LIGHTING 



FASTENING 




Slicks « Stretches « Slavs 
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Slab® is the concrete crack repair sealant you’ve been waiting for. 
Textured to simulate concrete, Stab combines the durability, 
flexibility & adhesion you need for lasting concrete crack repairs. 



Visit www.sasiico.com/siab 
for more information. 



103<»0 E. 107th Place ' Brighton, CO 80601 
303^206-7271 * 800-787-5056 
www.sa 5hco.com 
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Transform your garage In one weekend 




CLEAN-N-ETCH 

™ A 2-in-1 cleaner 
& etcher that 
prepares 



concrete for 
proper adhesion 
' ■” of garage floor 
paifiL 



LOCK-DOWN 



Concrete 
bonding primer 
that improves 
paint adhesion 
by 50%, 







EPOXY-SEAL 

Concrete and 
garage floor 
paint that is 3x 
stronger than 
other floor 
paints. 
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CLEAR-SEAL 




A protective 
sealer that adds 
a beautiful 
finish and 
extends the life 
of painted 
concrete. 



www.seal-krete.com 



HOW TO TREAT GONCRnE' 



800 - 323-7357 







